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Abstract

Carbon nanotubes (CNTs) are envisioned to be used as the basic building
blocks in future electronics due to their excellent electronic properties such
as high mobility, compatibility with high-k dielectrics and small diameters
resulting in advantageous electrostatics. This thesis is divided into three
separate topics related to increasing the fabrication yield and performance
of CNT field effect transistors (CNTFETs).

The first part describes a method to control the orientation of CNTs
during chemical vapour deposition (CVD) using an electric field. Under
certain experimental conditions, deformations in the SiO2 substrate are
formed in the vicinity of the CNTs. An explanation based on field emission
from the growing CNTs and Marangoni convection and capillary waves
in the molten SiO2 underneath agrees well with the observed structural
changes.

In the second part, CNTFETs that employ CNTs as gate electrodes
are described. Devices have been fabricated both by combining electric
field directed growth with dielectrophoretic deposition and by a technique
with two successive CVD steps. The use of a CNT gate gives an improved
inverse subthreshold slope compared to using a back gate and a gate delay
of 5 ps. The measured characteristics agree well with theoretical modeling
which also asserts that the gate delay can be lowered to 2 ps by reducing
the thickness of the gate dielectric.

The final part describes a study of the Schottky barriers between Pd
contacts and semiconducting CNTs measured using temperature dependent
electrical characterisation. It is found that the barrier heights are close to
those expected without Fermi level pinning and inversely proportional to
CNT diameter.

Keywords: Carbon nanotube, chemical vapour deposition, field effect
transistor, Marangoni convection, Schottky barrier.
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Chapter 1
Introduction

The modern transistor is, in spite of its simple function, one of the most
sophisticated devices created by mankind. The 1018 transistors fabricated
annually in the world play a crucial role in computers, cell phones, power
relays and a variety of other electronic devices. The rapid development of
integrated circuits, with a doubling of the number of transistors on a proces-
sor chip every two years, a trend known as Moore’s law [1, 2], has to a large
extent been enabled due to the improvement of a transistor design based on
Si. By scaling down dimensions, increasing charge mobility by introducing
strain in the material, using gate dielectrics with high dielectric constants
and designing new gating geometries, the performance of Si transistors has
been pushed close to its physical limits. An indefinite continuation of the
improvement is impossible since leakage currents increase power consump-
tion and the electrostatics of small devices that lead to short channel effects,
degrade the performance as transistor dimensions are further reduced. Due
to the large economic incentive in the performance improvement of comput-
ers, both industry and academia are putting a lot of effort into the research
of new materials and device designs suitable to replace Si by enabling more
efficient current transport properties and improved electrostatics. Accord-
ing to the International Technology Roadmap for Semiconductors (ITRS)1

among the most promising materials are III-V compound semiconductors,
nanowires and carbon nanotubes (CNTs) [3].

CNTs are thin hollow cylinders of carbon which are being considered as
channel material in transistors (CNTFETs) due to their high charge car-

1The ITRS is an organisation that identifies the technological requirements of the
semiconductor industry 15 years into the future.
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1. Introduction

rier mobility that exceeds most other semiconductors [4], resilience to high
current densities [5], simple integration with various gate dielectrics [6] and
good electrostatics due to their small diameter. A special feature of CNTs
is that they can be either metallic or semiconducting just depending on
their structure. Since only semiconducting CNTs are interesting as channel
material in transistors, and the type can not be reliably controlled during
production, the yield of functioning transistors is typically low. It is also
difficult to control both the position and density of CNTs which means that
each CNT has to be located and the transistors made individually. Thus,
the massive parallelism of photolithography which is the foundation of the
success of integrated circuits can not be fully exploited for CNTFETs yet.
Another challenge is the lack of reproducibility with devices showing a large
variation in important transistor parameters such as threshold voltage, on-
currents and switching speed. The main reasons for the variability of device
performances is the lack of control of the dimensions, doping and contact
properties of CNTs. Therefore, in spite of their excellent electrical proper-
ties, large scale integration of CNTs into modern computing architectures
that require billions of operational transistors on a single chip has not yet
been realised.

The electronic properties of CNTs make them not only suitable for tran-
sistors but also for applications such as gas sensors [7], high frequency
diodes [8], light emitting diodes [9] and efficient photovoltaic devices [10].
Due to their high strength and low density CNTs are attractive for nano-
electromechanical systems (NEMS) [11], for thin conducting sheets [12] or
in composite materials [13]. The high aspect ratio of CNTs is also a suit-
able property for tips for scanning probe microscopy [14] and field emitters
for flat panel displays [15] while the large surface to volume ratio can be
exploited for hydrogen storage in fuel cells [16] or capacitors [17].

Even though the large investments in CNT science and technology are mo-
tivated by the expected commercial applications there is also a profound
interest in more fundamental physics. Due to their one dimensionality,
CNTs exhibit exotic quantum mechanical effects such as Luttinger liquid
behaviour [18], Klein tunneling [19] and Wigner crystal localisation [20]. By
introducing potential barriers in the CNTs it is also possible to create zero
dimensional quantum dots that can be used to study Kondo physics [21], ex-
cited states [22] and be used for quantum computation [23]. There are also
hopes that the quantum limit of mechanical oscillations in a macroscopic
object can be detected in vibrating CNTs [24].

The work presented in this thesis is divided into three different topics, each
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related to improving the yield and performance of CNTFETs. In chapter 4
a method where an electric field is applied during growth to control the
orientation of CNTs is described. Under certain experimental conditions,
deformations in the SiO2 substrate are created and an explanation of their
formation based on Marangoni convection and capillary waves is discussed.
In the second part in chapter 5, a novel CNTFET which has a metallic CNT
acting as a gate for a semiconducting CNT is described and electrical mea-
surements show that a fast switching is possible due to the short gate length
defined by the CNT diameter. Finally, the results of a study of the Schot-
tky barriers present at CNT-metal contacts and their dependence on CNT
diameter and the contact metal work function are discussed in chapter 6.
It is found that low Schottky barriers for Pd-CNT contacts can only be ob-
tained if the CNT diameter is 2.5 nm or larger. Any chapter dealing with
one of the three different topics can be read independently and prior knowl-
edge of the content of the other two is not needed. However, a reader not
familiar with CNTs and CNTFETs is strongly encouraged to start with the
introduction in chapter 2. Since this is a compilation thesis where the most
important research papers are attached, the results presented in the papers
are repeated as little as possible in the introductory chapters. Instead the
emphasis has been put on introducing the different topics, describing meth-
ods, and discussing the results. The reader is therefore encouraged to read
the attached papers to get a more complete understanding of the results.
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Chapter 2
Background

In this introductory chapter the structure of CNTs is explained and their
unique electronic properties discussed with emphasis on the properties rel-
evant for electronic applications. For a more in depth description of the
fundamentals of CNT science there are several excellent books available [25,
26]. In addition, there is an abundance of literature for the reader who is
more interested in specific applications of CNTs [27–30].

2.1 Structure of carbon nanotubes

Carbon is a versatile element which can form an abundance of various chem-
ical compounds. The crystalline forms of carbon are limited to a few al-
lotropes (figure 2.1) with the most abundant being diamond and graphite.
The origin of the versatility of carbon is the possibility of hybridisation of
the orbitals of the valence electrons. Carbon has four valence electrons, two
in s orbitals and two in p orbitals. Since it is energetically favourable to
maximise the number of bonds, one s electron can be excited to the empty
p orbital and one, two or three of the p orbitals mix with the remaining
electron in the s orbital. In diamond which has a sp3 configuration one s
and three p orbitals hybridise to give rise to four new orbitals (figure 2.1e)
while in graphite which has a sp2 configuration, only two of the p orbitals
hybridise with a s orbital to give three orbitals that lie in a plane leaving
the pz orbital unaltered (figure 2.1f). The sp3 hybridisation in diamond
results in each carbon atom having four strong covalent σ bonds to its

5



2. Background

neighbours while the sp2 hybridisation in graphite causes each carbon atom
to form three σ bonds that lie in a plane while the remaining pz orbitals
form weaker π bonds. This leads to very different mechanical and elec-
trical properties for the two allotropes even though their constituents are
identical.

While diamond and graphite have been known for a long time, other al-
lotropes such as fullerenes (figure 2.1c) and CNTs (figure 2.1d) have been
discovered fairly recently. Observations of CNTs were made as early as
1952 [31, 32] but these discoveries were not fully understood or appreciated
by the scientific community. It was not until Iijima published transmission
electron microscope images of CNTs and correctly proposed their structure
in 1991 [33] and 1993 [34] that interest in the field started to grow.

Figure 2.1: a-d) Crystal structure of a few carbon allotropes a) Diamond b)
Graphite c) C60 d) CNT. e) sp3 hybridised orbitals forming σ bonds. f) sp2

hybridised orbitals forming σ bonds and the remaining pz orbital giving rise to π
bonds.

A single walled CNT (SWCNT) is a hollow cylinder of a hexagonal arrange-
ment of carbon atoms which has a diameter from 0.3 nm up to a few nm and
can be 10s of centimeters long [35]. There are also multiwalled CNTs with
concentrically stacked shells, but while multiwalled CNTs are often used
to improve the mechanical and electrical properties of composite materials

6



Structure of carbon nanotubes

and for field emission devices, SWCNTs are more suited for transistor ap-
plications due to their smaller size and advantageous electrical properties.
Therefore, the emphasis in the rest of this thesis is on SWCNTs and the
abbreviation CNT refers to single walled tubes.

One way to conceptually describe the structure of a CNT is to start with a
single sheet of graphite, known as graphene. A narrow strip is cut out from
the sheet in a specific direction and then rolled into a seamless cylinder
(figure 2.2). Depending on the direction the sheet is cut, the CNT will have
a different structure affecting mainly its electronic properties. By taking the
unit vectors of the hexagonal planar lattice and multiplying by the integers
m and n a resulting vector ~C = n~a1 + m~a2 is obtained which defines the
circumference of the CNT. m and n are called the chirality indices and
uniquely determine the structure of the CNT. CNTs with indices n = m
are called armchair, those with n = 0 zigzag and the rest are referred to as
chiral tubes. The diameter of a CNT can be calculated from the chirality
indices by

d =

√
3aC−C

√
m2 + mn + n2

π
(2.1)

where aC−C = 1.42 Å is the nearest neighbour distance between carbon
atoms [26]. It should be noted that this conceptual way of viewing the
structure of CNTs has little resemblance to how CNTs are produced, how-
ever recent results show that the inverse process i.e. transforming a CNT
into a graphene ribbon is indeed experimentally feasible [36, 37].

7



2. Background

Figure 2.2: a) Two dimensional hexagonal lattice where the basis vectors are
indicated by ~a1 and ~a2. A chiral CNT is conceptually formed by cutting the lattice
along the vectors OT and OA and connecting point O and A by rolling it into a
cylinder. The vector ~C = n~a1 + m~a2 defines the circumference of the CNT and
θ its chiral angle. The solid lines indicate the circumferences of a zigzag and an
armchair CNT. The grey rhombus depicts a unit cell. b) Examples of the three
different types of CNTs. Adapted from [38].

2.2 Electronic properties of carbon

nanotubes

The electronic properties of CNTs can be derived from the properties of
graphene. The π bonds that originate from the pz orbitals that extend
perpendicular to the graphene plane give rise to delocalised electrons that
have bands with energies close to the Fermi level. Since only electrons
near the Fermi level have energies close to those of unoccupied states, these
bands dominate the electrical characteristics. Therefore, the part of the
band structure of graphene relevant for transport can be calculated using
only the pz orbitals ignoring the others. A tight binding calculation yields
bands that are conical close the Fermi level and meet at the six K points at
the corners of the Brillouin zone in reciprocal space (figure 2.3b). Only two
of the six K points, denoted by K and K´, are nonequivalent and need to
be considered since the others can be mapped using the reciprocal lattice
vectors. However graphene has a density of states (DOS)1 that approaches
zero i.e. there are no states available for the electrons to occupy at the
Fermi level which makes graphene a semimetal. In contrast, metals have

1The DOS describes the number of available states for the electrons for each energy
interval. A high DOS means that there are many electrons with similar energies while
zero DOS means that no electrons with this specific energy are allowed.
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Electronic properties of carbon nanotubes

the Fermi level located within a band while semiconductors and insulators
have a gap between the bands and no allowed states at the Fermi level.

Figure 2.3: a) CNT with arrows showing the circumferential (k⊥) and tangential
(k||) directions of the electron wave vectors. b) The conical band dispersion of
graphene close to the Fermi energy at the six K points. The constraints on the
allowed wave vectors k⊥ around the circumference induced by cylindrical wrapping
of the graphene into a CNT are indicated by lines. Contour plot of the graphene
band dispersion with allowed k⊥ indicated by horizontal lines. Image adapted
from [39].

As a graphene sheet is rolled up into a CNT, the wavefunctions of the
electrons are confined around its circumference. Since a periodic boundary
condition is now imposed on the electron wave functions only discrete wave
vectors that fulfill ~k⊥ · ~C = πdk⊥ = 2πi, where d is the CNT diameter
and i is an integer, are allowed along the circumference of the CNT. This
boundary condition on the wavefunctions in a CNT gives slices of allowed k-
values in the conical band structure of graphene (figure 2.3b). The position
of the slices is determined by the chirality of the CNT. If a slice crosses the
K and K´ points where the valence and conduction bands meet at the Fermi
energy, the CNT has bands with a linear dispersion relation and is metallic
(figure 2.4a). If no slice is crossing the K and K´ points the CNT has bands
that are parabolic close to the Fermi level and has an energy band gap in
between them i.e. it is semiconducting (figure 2.4b). The energy dispersion
of the bands close to the Fermi level is given by

E(k) = ± (
(~vF k)2 + (Eg/2)2

)1/2
(2.2)

where vF = 8 · 105 m/s is the Fermi velocity and Eg the band gap [40].
The distance between allowed slices is inversely proportional to the diame-
ter of the CNT which is intuitive since a small circumference gives a large
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2. Background

difference in the wavelengths of allowed wave functions while a large CNT
has allowed wave functions with very similar wavelengths. This, in combi-
nation with the conical band dispersion, results a band gap of a semicon-
ducting CNT which is inversely proportional to its diameter and given by
Eg = 2aC−Cγ0/d where aC−C = 1.42 Å is the nearest neighbour distance in
the hexagonal lattice, γ0 = 2.9 eV the interaction energy between carbon
atoms and d the diameter giving Eg = 0.8 eV for a tube with a diameter of
1 nm [41].

There are also more subbands at higher energies but for CNTs with small
enough diameter these do not usually influence the electronic transport
properties. In 3D bulk materials the DOS increases as E1/2 which means
that there are few available states close to the band edges but in 1D systems
the DOS is proportional to 1/E1/2 and has sharp peaks, which are known
as van Hove singularities, at the edges of the bands (figure 2.4c). The DOS
of CNTs has been directly measured using scanning tunneling spectroscopy
by which the van Hove singularities can be clearly identified [42]. It should
be noted that what are referred to as metallic CNTs are truly metallic
since the DOS does not go to zero at the Fermi level as in the semimetallic
graphene.

If the chirality indices of a CNT fulfill the requirement n −m = 3p where
p is an integer, the CNT is metallic but if n−m 6= 3p it is semiconducting
if only the circumferential confinement of the wave functions is considered.
However, the curvature of the CNT wall induces hybridisation of the σ and
π bonds which causes a band gap inversely proportional to d2 to open up
in most of the otherwise metallic CNTs [44]. This band gap is a few tens
of meV for small diameter CNTs and is present in all CNTs except those
with the armchair structure which are truly metallic. In such small gap
CNTs there is a considerable amount of carriers thermally excited across
the band gap at room temperature which gives them high conductivity and
a behaviour similar to metallic CNTs. However, small band gaps in arm-
chair CNTs were recently observed, a discovery which rivals the commonly
accepted existence of truly metallic CNTs [45].

Even though both metallic and semiconducting CNTs have excellent elec-
trical properties, the coexistence of both types has been a serious obstacle
for realisation of many electronic applications that require that only one
type is used. There are techniques for separating CNT material [46] and
for selective growth [47] of one type of CNTs but none of these approaches
have been successful enough to make CNTs competitive for large scale in-
tegration in electronics.
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Electronic properties of carbon nanotubes

Figure 2.4: a) The conical band structure of graphene with a slice of allowed
wave vectors k⊥ that goes through the point where the two bands meet at the Fermi
level. This gives the 1D band structure of a metallic CNT. b) Slice of allowed k⊥
not going through the point where the bands meet which gives the band structure
of a semiconducting CNT. c) Density of states for a (5,5) metallic CNT with a
finite DOS at the Fermi energy and a (4,2) semiconducting CNT with zero DOS
around the Fermi energy. The peaks are van Hove singularities positioned at the
edges of the subbands. Image adapted from [43].

The electrical resistance in solid materials is due to scattering of electrons
on static defects such as impurities and vacancies or interactions with lat-
tice vibrations (phonons). Scattering in CNTs is different from scattering
in bulk due to the lower dimensionality. In a bulk material the electrons
can scatter in many different directions while in a one dimensional system
they can only scatter in the forward or reverse direction giving a lower
probability for scattering due to the lower number of final states avail-
able. In addition, the wave functions near the Fermi level are delocalised
and extend around the circumference which means that the electrons are
not strongly affected by a static defect in the CNT wall. At low longi-
tudinal electric fields, the dominating scattering mechanism is emission of
acoustic phonons with a mean free path between two scattering events of

11



2. Background

lmfp = 300 nm-1.5 µm [48, 49]. At high electric fields the electrons can
gain enough energy to emit optical phonons which have a much stronger
electron-phonon coupling strength and therefore a mean free path of only
15 nm [49].

Transport in one dimensional systems can be described using the Landauer-
Buttiker formula which gives a conductance of G = NT · e2/h where N
is the number of transport channels and T the transmission probability
between the source and drain contacts [50]. CNTs have two bands close to
the Fermi energy at the K and K’ points in reciprocal space corresponding
to electrons spiraling clockwise or counterclockwise along the CNT. Each
of these bands can transport one spin up and one spin down electron which
gives N = 4. The total resistance of a CNT contacted by electrodes can
therefore be written as

Rtot =
h

4e2

(
L

lmfp

+ 1

)
+ Rc (2.3)

where L is the length of the CNT and Rc the resistance associated with
Schottky or tunneling barriers at the contacts. For a device with ideal
contacts (Rc = 0 Ω) and a mean free path much longer than the CNT
length giving negligible scattering, the transport is said to be ballistic. If
only one subband is involved in transport eq. 2.3 gives a minimum resistance
of Rtot = (h/4e2) = 6.5 kΩ for a ballistic device. Measurements on short
CNT segments have shown that nearly ballistic transport in CNTs is indeed
possible [51].

2.3 Carbon nanotube field effect transistors

The metal-oxide-semiconductor field effect transistor (MOSFET) [52] which
is the most important device for integrated circuits such as microprocessors
and many memory designs, is a three terminal device which acts as a switch
where the current between two of the terminals is controlled by the voltage
applied on the third. In a conventional MOSFET based on Si the source
and drain terminals are highly doped regions in the substrate separated
by a channel region doped with an opposite polarity. A voltage is applied
between the source and drain and the current between them is controlled by
applying a voltage on a metallic or highly doped polysilicon gate electrode
separated from the channel by a thin oxide layer. The channel is doped with
an excess of electrons by donors such as phosphorous, arsenic or antimony
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or with an excess of holes2 using boron creating p-type or n-type transistors
respectively.

Since the contact regions are doped with an opposite polarity compared to
that of the channel, two p-n junctions connected back to back are formed.
If a positive voltage is applied to the gate electrode of a n-type MOSFET
the bands are bent down in the channel close to the oxide and a thin inver-
sion layer of electrons is formed. This means that the barriers in the p-n
junctions are lowered allowing transport of electrons between the source
and drain through the channel.

Due to the difficulty in obtaining controlled doping of CNTs, most CNT
field effect transistors (CNTFETs) use metals as contact material instead
of doped regions. CNTFET devices are usually fabricated on Si/SiO2 sub-
strates by either using CNTs dispersed from a suspension [53] or CNTs
grown directly on the sample (figure 2.5) [51]. The Si substrate which
is highly conducting due to high doping serves as a back gate to which
a voltage can be applied to control the current through the CNT. Even
though this simple device design has proven very useful for studying the
electronic properties of CNTs, the global back gate makes it unsuitable
for high frequency electronic applications. Other designs have replaced the
global Si back gate with local back gates of Al with natural Al2O3 as gate
oxide [54], metal electrodes positioned close to the CNTs as side gates [55],
electrolytes [56] or top gates with SiO2 [57] or high-k [6] dielectric materials
as gate oxide.

The first CNTFETs demonstrated in 1998 [53, 58] were initially assumed
to operate in a similar way to conventional MOSFETs in which the elec-
tric field in the channel is the most important for controlling the transport.
However, it was soon discovered that the potential barriers between the
CNTs and many of the metals used dominate the transport characteris-
tics [59]. These barriers, which exist in most metal-semiconductor contacts
due to the mismatch of the work function of the metal and the electron affin-
ity or the ionisation potential of the semiconductor, are known as Schottky
barriers (SB) and are discussed in more detail in chapter 6. If the SBs are
large enough, the electric field at the contacts is very important for the
transport characteristics. The electric field at the contacts can be increased
by decreasing the thickness of the gate dielectric or the contacts which
makes the SBs thin enough to allow a considerable amount of tunneling

2A hole is the absence of an electron from an otherwise full valence band. Instead
of considering the response of the remaining electrons to an electric field, the vacancy is
treated as a quasiparticle with a positive charge.
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Figure 2.5: A schematic of a back-gated CNTFET. The source is grounded and
a small voltage is applied to the drain while measuring the current. A voltage
applied on the Si substrate, acting as a gate electrode, is used to control the
current through the CNT.

through them [59]. The presence of SBs is a concern in CNTFETs since it
limits the on-state current and deteriorates the switching since the devices
require a larger change in gate voltage to change the current compared to
devices without any SBs.

If a transistor is to be used for logic computation it is required that it has
a large difference in current between the on and off states. If the SB for
one type of carrier is increased by e.g. changing the work function of the
contact metal, the SB for the other is decreased by the same amount. If
the Schottky barriers for holes and electrons are similar, the device charac-
teristic is ambipolar with high currents both for negative and positive gate
voltages and a poor on/off current ratio.

The DC performance of a FET is obtained either by measuring the drain
current (Id) while sweeping the gate voltage (Vg) at a constant source-drain
bias (Vd), which gives the transfer characteristic, or by sweeping Vd at a
constant Vg which gives the output characteristic (figure 2.6). The transfer
characteristic of a semiconducting CNT usually show a high Id at negative
Vg, a minimum at intermediate Vg and a small increase at high positive
Vg (figure 2.6a). In contrast, a metallic CNT gives the same Id for all Vg

(figure 2.6c) and a semiconducting CNT with a small band gap shows an
ambipolar characteristic with only a small dip in Id at intermediate Vg since
both holes and electrons can easily be transported over the small SBs at
room temperature (figure 2.6d).

The characteristics of a CNTFET can be understood by studying its band
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Figure 2.6: Transfer and output characteristics of three CNTFETs. All transfer
characteristics have been measured with Vd = 100 mV. a) Transfer characteris-
tic of a semiconducting CNT with Id plotted with both logarithmic and linear
scales. b) Output characteristic of the device in a) at 7 different Vg. c) Transfer
characteristic of a metallic CNT. d) Transfer characteristic of a small band gap
CNT.

diagram which shows the position of the top of the valence band and the
bottom of the conduction band along the CNT. Band diagrams for different
Vg for a CNTFET with a considerable SB height are shown in figure 2.7. As
the gate electrode is negatively biased, positive holes are attracted towards
it and accumulate in the CNT. This additional charge cause the valence and
conduction bands to move up relative to the Fermi level in the CNT. This
results in the SB for holes at the source becoming thin enough to allow for
a considerable amount of tunneling (figure 2.7a). For intermediate Vg the
barrier is too thick for tunneling and the only possible transport mechanism
is by thermionic emission over the barrier (figure 2.7b). At high positive
Vg the bands bend down making the SB for electrons at the drain contact
thinner giving rise to an electron tunneling current. If the hole barrier is
lower than the electron barrier the current of the p-branch at high negative
Vg is several orders of magnitude larger than that of the n-branch at high

15



2. Background

positive Vg (figure 2.6a). For a CNT with a small band gap, both hole
and electron barriers are small resulting in similar currents for the p and
n-branch (figure 2.6d). Applying a larger negative Vd makes the barrier
at the source thinner and increases the electric field along the channel,
thus increasing the current (figure 2.7d and 2.6b). For large enough Vd, the
barriers are so thin that the resistance of the channel is more important than
that of the contacts and at sufficiently high bias the current saturates due
to phonon scattering. For intermediate Vg the current does not increase
linearly with Vd at small values an indication that the SBs influence the
transport.

Javey et al. have shown that it is possible to obtain CNTFETs with zero
SB height for holes by using Pd contacts on large diameter CNTs [51] and
Zhang et al. used Sc contacts to obtain n-type CNTFETs without barriers
to electrons [61]. Such barrier-free devices have characteristics which are
more similar to conventional MOSFETs since the transport is not limited
by the contacts.

The ability to form both n-type and p-type transistors is crucial for com-
puting applications where the basic building blocks are different logic gates
constructed using the two types. The success of Si MOSFETs has to a
large extent been due to the possibility to selectively dope the material
to create both types. For CNTs, substitutional doping where the dopant
atoms replace carbon atoms or interstitial doping where the dopant atoms
are situated in between carbon atoms, is considerably more difficult. Dop-
ing can instead be achieved by depositing potassium atoms [62] or different
molecules [63] on the CNT surface that act as electron donors through the
charge transfer that occurs due to the different electron affinity of the CNT
and the deposited material. Most CNTFETs exposed to air show p-type
behaviour but become more ambipolar or even n-type in vacuum, an effect
which has been attributed to oxygen absorbed on the CNT-metal interface
when exposed to air. The oxygen changes the work function of the metal
compared to its value in vacuum, shifting the energy of the Fermi level of
the metal with respect to the valence and conduction band edges in the
CNT and thereby altering the hole and electron SB heights [59, 62]. This
mechanism has been demonstrated when removing oxygen from a CNT-
FET by annealing in vacuum [62]. The transfer characteristic of the device
gradually changed from p-type to ambipolar and finally to n-type as the
oxygen were removed. It has also been observed that a CNTFET with Pd
contacts changes from p-type to ambipolar when exposed to hydrogen, an
effect attributed to the lowering of the Pd work function [51]. However, the
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Figure 2.7: Schematic band diagrams of a CNTFET with SBs at the source
and drain contacts at different Vg and Vd. a) Low Vg with a high tunneling
current of holes from the source corresponding to the p-branch in the transfer
characteristic. b) Intermediate Vg at which the SBs are too thick to allow for
tunneling corresponding to the minimum in the transfer characteristic. c) High
Vg giving tunneling of electrons from the drain. d) Band diagrams at Vd = 0 V
(dashed line) and at Vd < 0 V (solid line). The two band diagrams are shown at
different Vg for clarity. Adapted from [60].
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effect of absorbed oxygen on the characteristics of CNTFETs is debated e.g
it has been argued that the p-type behaviour originates from doping of the
bulk of the CNT instead of a change in contact metal work function [64].

By depositing potassium or annealing in vacuum Derycke et al. have se-
lectively n-doped a part of a CNT creating a voltage inverter which is one
of the fundamental building blocks for logic computation [65]. Zhang et al.
have demonstrated that both n and p-type devices can be created on the
same CNT by using contact metals with different work functions which can
be used to fabricate logic gates without doping the CNT [61]. Since the
valence and conduction bands of CNTs are symmetric, electrons and holes
have the same effective mass. This leads to similar performance for both
n and p type devices which is a benefit compared to most other semicon-
ductors where the different effective masses of electrons and holes lead to
different characteristics for the two transistor types.

The main reason that semiconducting CNTs are attractive as channel ma-
terial in FETs is their high mobility which is due to the small effective mass
of the charge carriers and the low scattering probability which gives a long
mean free path. The mobility relates the drift velocity (vd) of the carriers to
the applied electric field (E) through µ = vd/E. A high mobility implies a
rapid response of the carriers to an electric field and therefore fast switching
between the on and off states is obtained. For conventional semiconductors
the most common method to determine the mobility is to perform a Hall
measurement. However, a Hall measurement requires that contact is made
to four sides of a piece of the semiconductor and is therefore impossible to
implement for CNTs due to their one dimensionality. Instead, the transfer
characteristic of a CNTFET can be used to obtain a field effect mobility

µFE =
L2

Cg

∂G

∂Vg

(2.4)

where L is the length of the CNT, Cg is the capacitance between the CNT
and the gate and G is the conductance. The field effect mobility of a
device does not only depend on the properties of the channel material but
is also influenced by contact resistances, surface effects etc. For long CNTs,
where the impact of contact resistances is negligible a field effect mobility of
79000 cm2/Vs has been reported [4] which is considerably higher than the
1000 cm2/Vs usually found for Si MOSFETs [66]. However the extracted
field effect mobilities for CNTFETs have a large uncertainty since the gate
capacitance is usually too small to be measurable and an idealised analytical
expression is often used instead. The curvature of the bands, and therefore
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also the effective mass, depends on where the slices of allowed k⊥ in the
graphene band dispersion are positioned (figure 2.4). Since bands closer to
the Fermi level have a larger curvature, the effective mass is lower which
gives a mobility proportional to the square of the CNT diameter, an effect
which also has been observed experimentally [67].

Another benefit of using CNTs in FETs is their small diameter which en-
ables good electrostatic control by a gate electrode that easily depletes the
entire channel enabling devices with very short channel lengths to be oper-
ational. The potential in the channel of a FET should be fully controlled
by the gate to ensure proper operation. However, as the gate length is re-
duced, the potential in the channel becomes influenced by the potentials in
the source and drain contacts which give rise to short channel effects that
are detrimental to the switching behaviour of a device. The electrostatics
are improved by using a thin channel or a cylindrical gate geometry which
permits a shorter gate length for a certain gate oxide thickness and there-
fore faster switching [68]. The large interest in using nanowires for FETs is
mainly due to the improved electrostatics compared to using bulk material,
however the mobility decreases for decreasing nanowire diameter due to the
larger impact of scattering on imperfections at the surface [69]. In contrast,
all bonds in CNTs are saturated and therefore there are no detrimental
effects from surface roughness scattering.

The electrostatic control of the channel can also be improved by using
a thinner gate dielectric or one with a higher dielectric constant (high-
k). For conventional semiconductors it is often difficult to find a suitable
high-k dielectric since many material combinations have a rough interface
resulting in scattering. In contrast, CNTs are compatible with various high-
k dielectrics without serious performance degradation due to the absence of
dangling bonds [6].

There are a number of different metrics used to evaluate and compare the
performance of FETs. Some of these that are extracted from the DC charac-
teristics can be used to evaluate the intrinsic performance limits of a device
which gives an indication of how it will behave once it is used for high fre-
quency applications. One of these metrics is the inverse subthreshold slope,
also know as the subthreshold swing, given by

S =

(
dlog10(Id)

dVg

)−1

. (2.5)

The inverse subthreshold slope is measured at the steepest slope in the
transfer characteristic and describes how large a voltage change is needed
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on the gate electrode to change the current by one order of magnitude. For
logic computation it is required that transistors have some minimum ratio
between the current in the on and the off states. Thus, it is desirable to
have a low S since only a small voltage change is then needed to achieve
the desired on/off ratio. This will increase the high frequency performance
and lower the energy consumption in each switching event. If thermionic
emission dominates transport

S = log(10)
kBT

q
· Cg + Cd + Cs

Cg

(2.6)

where T is the temperature and Cg, Cd and Cs the capacitances between
the channel and gate, drain and source respectively [70]. Thus, a strong
electrostatic coupling between the gate electrode and the channel is desir-
able since S approaches its minimum of 60 mV/dec at room temperature
if Cg À Cd, Cs.

The work presented in this thesis only concerns devices with single CNTs
but there are also considerable efforts being made to develop devices with
multiple CNTs in the channel. Such devices are more straightforward to
fabricate since they do not require knowledge of the precise position of
the CNTs and therefore allow photolithography to be used. The devices
give a high output current and high transconductance gm = dId/dVg but
on/off ratios and mobilities are lower than for single CNT devices due to
the presence of metallic CNTs [71]. Therefore these devices are more suited
for analogue applications where power consumption is not a major issue
such as high frequency amplifiers instead of logic computation [72].
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Chapter 3
Experimental Techniques

To be able to electrically characterise individual CNTs, the positions of the
CNTs have to be precisely determined and metal contacts that enable con-
nections to the measurement equipment have to be made using lithographic
methods. The results presented in the appended papers have been possi-
ble due to the various techniques used to image structures with nanoscale
dimensions and to fabricate structures with nanometer precision. In this
chapter, the thermal chemical vapour deposition (CVD) method used to
produce CNTs, the microscopy techniques used to locate and characterise
them and the lithographic techniques used to contact CNTs to fabricate
CNTFET devices are discussed. A more detailed description of the most
important process steps in the fabrication of devices is given in appendix A.
The lithographic methods used for patterning structures and depositing ma-
terials are conventional techniques which are also used in the semiconductor
industry.

To characterise CNTs there are a variety of different techniques available.
Several optical spectroscopy techniques such as infrared absorption [73],
photoluminescence [74], Raleigh scattering [75] and Raman spectroscopy [76]
can be used to probe the electronic and vibrational properties of CNTs
and in some cases also be used to determine their chirality. Raman spec-
troscopy has been used in this work to verify that the CNTs produced are
single walled (see paper I) but the main method used to characterise the
CNT devices presented in this thesis is electrical measurements. Since opti-
cal microscopy can not be used to image structures which have nanometer
dimensions due to the limitations in spatial resolution imposed by diffrac-
tion, other techniques have to be used to precisely locate single CNTs. Two
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techniques that have been used extensively are scanning electron microscopy
(SEM) and atomic force microscopy (AFM) but the CNTs have also been
studied using transmission electron microscopy (TEM).

3.1 Electron beam lithography

One of the standard tools to controllably define structures in the nanometer
to micrometer range is electron beam lithography (EBL). In this technique,
a focused electron beam is used to expose a polymer resist which is sensitive
to electrons. A planar substrate is first spin coated with a resist dissolved
in a solvent whereafter it is baked to evaporate the solvent which solidifies
the resist (figure 3.1b). The thickness of the film is mainly determined by
the rotational speed during coating and the viscosity of the resist. Next,
the resist is exposed to a beam of electrons with an energy of tens of kV
(figure 3.1c). Due to the corresponding short electron wavelengths on the
order of picometer, the resolution of EBL is not limited by diffraction in
contrast to photolithography where photons with a wavelength of hundreds
of nanometers are used to expose the resist. As a positive resist is exposed
to an electron beam, its polymer chains are cut into smaller segments while
the polymers in a negative resist instead are crosslinked into longer chains.
The resist is exposed in a region larger than the beam size by the incident
electrons due to forward scattering and the generation of secondary elec-
trons in the resist but an even larger region is also exposed by electrons
that backscatter from the substrate. Forward and backward scattering and
limitations in resist resolution results in a minimum feature size of around
10 nm and a minimum spacing between features of a few 10s of nm.

After exposure, the resist is developed in a solvent which dissolves shorter
polymer segments faster than long ones. For a positive resist, this leaves
exposed parts of the substrate surface unprotected while other parts are cov-
ered with remaining resist (figure 3.1d). The remaining resist can be used
as a mask for etching of the underlying material or for a lift-off process for
deposited material. Two layers of positive resist have been used to pattern
catalyst islands and metallic contacts to CNTs, a copolymer underlayer
and a top layer which has a lower sensitivity than the underlayer i.e. it
requires a higher exposure dose to be developed. Since the required dose
is reached in a larger area for the underlayer compared to the top layer,
the subsequent development results in an undercut in the resist profile. To
ensure that there are no residues left in the developed areas the resist is
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Figure 3.1: Process steps for EBL using lift-off with a double layer positive
resist. a) Si/SiO2 substrate b) Substrate is spin coated with two layers of resist. c)
Designed pattern is exposed by an electron beam. d) The exposed part of the resist
is dissolved in a solvent. e) Metal is deposited using electron gun evaporation.
f) The remaining resist is dissolved using another solvent leaving metal on the
substrate only in the exposed areas.
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etched in an oxygen plasma. However, this process step severely damages
unprotected CNTs and it therefore omitted when contacts are made.

A metal film is then deposited on the substrate using electron-gun evap-
oration in which energetic electrons are used to either sublimate material
from a target or melt and vaporise the material. Due to the undercut in
the resist profile there is a separation of the material deposited directly on
the substrate and that deposited on the resist (figure 3.1e). This makes
it possible to dissolve the remaining resist leaving metal only in the areas
exposed by the electron beam (figure 3.1f).

3.2 Photolithography

The larger structures such as pads for electrical probing are patterned using
photolithography. Instead of using electrons to expose the resist as in EBL,
the substrate is illuminated by visible or UV light through a glass mask
covered by a patterned metallic film that blocks the light in certain areas. In
our process, the top layer is a UV sensitive positive resist and the underlayer
is a resist which is unaffected by the irradiation. As the upper resist has
been developed after exposure, the underlayer dissolves at a constant rate
creating a resist profile where the size of the undercut necessary for lift-off
depends on development time. Due to the lower exposure dose required,
this resist combination has also been used for EBL of structures with sizes
down to 400 nm. Photolithography has a large throughput compared to
EBL since all structures are exposed simultaneously which makes it the
lithography technique most suitable for mass production. On the other
hand, photolithography lacks flexibility since the mask has to be defined by
EBL and the pattern can not be easily modified after fabrication.

3.3 Chemical vapour deposition

CNTs are mainly produced by three different methods. The first MWCNTs
were discovered in the products created in an arc discharge experiment [33].
By applying a high voltage between two graphite rods, an electrical dis-
charge can be induced creating a plasma of carbon radicals which can form
MWCNTs or SWCNTs if the rods contain some catalyst such as Ni, Fe or
Co [34]. Laser ablation uses a high energy pulsed laser to irradiate a carbon
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target containing Ni and Co instead of an electrical discharge to create the
plasma for the CNT growth [77].

Presently, most production of CNTs is done using some variety of chemical
vapour deposition (CVD) since it is a relatively simple method avoiding
the extreme temperatures required in the arc discharge and laser ablation
methods. Another advantage is that it is possible to grow CNTs directly
at a specific position on a substrate without any need to chemically purify
and disperse the material which is beneficial in the fabrication of devices
with single CNTs. CVD has been known since the 1880s and is often used
in semiconductor processing to deposit dielectrics and metals [78].

In thermal CVD of CNTs, carbon precursor gas molecules are dissociated
at the surface of metal catalyst particles that lower the activation energy
for the reaction (figure 3.2) [79]. The released carbon atoms precipitate
into the particles while the rest products are transported away in the gas
phase. As the particles become saturated with carbon, networks form on
their surfaces or in their interiors and if the curvature of the particle is ad-
vantageous, a cap will form and lift off the surface initiating CNT growth.
More carbon is added through the catalyst particles until the precursor gas
flow is stopped or the particles have been coated with carbon that prevents
more precursor molecules from reaching the catalyst surface. The most com-
mon carbon precursors are hydrocarbons such as methane (CH4) [80, 81],
acetylene (C2H2) [82] and ethylene (C2H4) [83] but it is also possible to use
carbon monoxide (CO) or alcohols such as ethanol (C2H5OH) [84]. In spite
of direct observations of CNT growth in TEM [85] and theoretical model-
ing [86, 87] the exact microscopic details of the structure of the catalyst
particles and the carbon transport in them, the cap formation and the car-
bon incorporation into the CNTs are still not fully understood. This lack of
understanding of the growth mechanisms and of what factors that are most
important for successful growth is the main obstacle to the production of
CNTs with defined chiralities.

The catalyst materials typically used are Ni, Fe and Co due to their ability
to dissociate hydrocarbons and their high carbon diffusion rate, solubil-
ity [79] and binding strength to carbon [88] but also noble metals such as
Pd and Ag can be used to catalyse the dissociation [89]. It has been shown
that the diameters of CNTs are correlated to the sizes of the catalyst par-
ticles and that their diameters should be a few nanometers to produce
SWCNTs [83, 90]. The catalyst particles can be prepared through chemi-
cal methods by e.g. using metal salts, metal-organic precursors or organic
molecules such as ferritin to control their sizes [91, 92]. The approach used
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here to produce particles for SWCNT growth is to deposit a 0.5-1 nm Fe
film on a 5 nm Al2O3 support layer. The Al2O3 layer has a rough surface
and strong interaction with the metal film which prevents the Fe particles
from diffusing and agglomerating into larger aggregates [79]. The main
benefits of using a thin metal film compared to particles prepared through
chemistry are the possibility to define the position of the CNT growth on
the substrate by using conventional lithographic techniques and the simple
preparation method.

To grow CNTs, the substrate is placed in a quartz tube through which Ar
and H2 is flown while heating to 900◦C (figure 3.2b). As the Fe film is heated
it transforms into catalyst particles and when the growth temperature is
reached, the Ar flow is switched to methane which is the carbon precursor
used. The methane molecules are dissociated at the Fe particles and CNT
growth is initiated. The yield of CNTs using this process is low which
gives a small probability for bundling during growth which is beneficial for
contacting individual CNTs.

Figure 3.2: a) Schematic of the base growth of a CNT. Methane is dissociated
at the surface of a catalyst particle and the released carbon atoms are incorpo-
rated into the CNT. b) Setup for thermal CVD of CNTs consisting of a furnace
enclosing a quartz tube connected to gas supplies and flow controllers.

To ensure that the grown CNTs are predominantly single walled, they are
studied using TEM, AFM and Raman spectroscopy (figure 3.3). In TEM,
high energy electrons are passing through a thin sample and due to scatter-
ing an image is formed. Due to the short wavelength of the electrons it is
possible to image individual atoms if abberations are corrected for. TEM
is an excellent technique for studying CNTs since their walls are clearly
visible and even single defects can be resolved [93]. TEM images of our
material reveals that in addition to single walled there are also some double
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walled CNTs produced which is not surprising since the diameters mea-
sured using AFM have a wide distribution between 0.7-4 nm in which the
largest CNTs most likely have multiple walls [94] (figure 3.3b). However,
most of the CNTs have a diameter less than 3 nm and the mean diameter
is 1.6 nm indicating a majority of SWCNTs. Another fingerprint of the
structure of a CNT is its Raman spectrum. Raman spectroscopy measures
the energy shifts of photons that are inelastically scattered on a sample.
This energy shift is due to the generation or annihilation of phonons that
are characteristic of a material. In CNTs, the phonon energy correspond-
ing the so-called radial breathing mode (RBM), in which the circumference
expands and contracts, is inversely proportional to the CNT diameter. In
addition, the intensity of the RBM is suppressed if a CNT has several walls
and can thus be used to verify that a material predominantly consists of
SWCNTs. In addition, the ratio between the intensities of the G-band in a
Raman spectrum, which corresponds to in-plane vibrations of the carbon-
carbon bonds, and the D-band, which originates from disorder in the lattice,
give an indication of the quality of the CNTs since the ratio decreases with
the number of defects present.

Figure 3.3: a) TEM image of a CNT. A catalyst particle is visible in the lower
right part of the image. The CNT walls are jagged due to the high accelera-
tion voltage used which can induce defects by knocking out carbon atoms during
imaging. b) Diameter distribution of 95 CNTs measured using AFM. b) Raman
spectrum of an isolated CNT obtained using a 514 nm laser showing the intensity
of scattered light as a function of the shift in wavenumber. The inset displays the
RBM peak at 147 cm−1 corresponding to a diameter of 1.68 nm.
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3.4 Scanning electron microscopy

One of the simplest ways to image individual CNTs is to use a SEM. In a
SEM an electron beam with a typical energy of 1-40 kV is scanned over a
sample and interactions with the sample within a few nm below the surface
cause low energy secondary electrons to be generated and emitted. Further
down in the sample the incident electrons are also backscattered. Two
different detectors can be used to image the sample using the two types
of electrons since they have different energies. Since secondary electrons
are more abundant than backscattered electrons and are generated closer
to the surface the secondary electron emission is usually used for imaging
topography. A SEM gives a contrast image, with a maximum resolution of
around 1 nm, where the brightness depends on the probability of a material
to generate secondary electrons when irradiated which means that e.g. a
metal appears more bright than a semiconductor or an insulator.

A CNT viewed in a SEM is bright and blurry if it is lying on an insulating
substrate but the contrast is more sharp if it is suspended. The reason that a
SEM can be used to image CNTs even though the interaction of an electron
with a CNT is small and the number of secondary electrons generated should
be too few to obtain an image has been debated in the scientific literature.
Explanations for the visibility of CNTs in SEM include a voltage contrast
between the CNTs, that charge up slowly, and the surrounding SiO2. Due
to this voltage difference, the number of secondary electrons leaving the
substrate in the vicinity of the CNTs is increased [95]. Another possibility is
that the substrate loses electrons and gets positively charged which induces
a flow of electrons from the CNTs locally increasing the emissivity. However,
these explanations do not clarify why also suspended CNTs can be imaged
using SEM. It has therefore been suggested that incident electrons passing
close to a CNT induce a surface plasmon which can transfer its energy to
a secondary electron and therefore increase the emissivity [96].

A concern when using a SEM to image CNTs is the possible detrimental
effect on their electronic properties. It has been reported that electron
irradiation of CNTs can reduce their conductance and even induce tran-
sitions from a metallic to a semiconducting behaviour [97]. However, the
acceleration voltage typically used in a SEM is too low to induce structural
damage by knock on collisions which require energies above 86 keV [98].
The degradation in conductance caused by SEM is also reversed with time
implying that no severe structural changes have occurred but that the effect
could be due to charging of the substrate surface. In our experiments, the
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CNTs are imaged using a low acceleration voltage of 1 kV and at a low
magnification and short exposure time to minimise the dose. CNTFETs
that have been fabricated by randomly depositing contacts without prior
imaging of the CNTs show very similar on-currents and subthreshold slopes
as devices with CNTs that have been exposed and thus it is concluded that
the SEM imaging does not cause irreversible damage to the CNTs under
the conditions used.

3.5 Atomic force microscopy

In an AFM, a sharp tip with a radius of about 10 nm, attached to a can-
tilever, is used to image the topography of a surface. In addition, an AFM
can also be used to measure other properties of a surface such as magnetic
(MFM) or electrostatic (EFM) forces. An AFM can be operated in contact
mode with the tip pressed against the surface, in non-contact mode with the
tip far from the surface or in semi-contact mode where the tip is tapping on
the surface. Semi-contact mode is the most common mode for topographic
imaging since the forces between the tip and the surface are lower compared
to contact mode which reduces the chance of damage but still large enough
to obtain a high sensitivity compared to non-contact mode.

In semi-contact mode the cantilever is oscillated close to its resonance fre-
quency by a piezoelectric crystal. The frequency and amplitude of the
vibration is detected by a laser beam reflected off the backside of the can-
tilever and incident on a position sensitive photodiode. As the tip is moved
in close proximity to a surface it interacts with the sample through attrac-
tive van der Waals forces and repulsive forces due to overlapping electron
orbitals resulting in a reduction of the amplitude of the vibration. The
cantilever is scanned across the sample surface using another piezo element
while the tip-surface distance is simultaneously adjusted to give a constant
vibration amplitude. By monitoring the voltage applied to the piezo needed
to keep the amplitude constant, a topographic image of the surface is ob-
tained. An AFM has a very good resolution in the vertical direction but its
lateral resolution is limited by convolution due to the finite radius of the tip.
This results in images where the diameters of the CNTs are exaggerated,
however their diameters can still be accurately measured by studying the
height difference between the CNTs and the substrate.

29



3. Experimental Techniques

3.6 Electrical measurements

The electrical measurements are performed by contacting the pads con-
nected to the CNTs with needles in a probe station. The probe station is
shielded and triaxial cables are used to connect the devices to the measure-
ment equipment to ensure a minimum of electrical noise.

For the CNT gated CNTFETs presented in paper IV and paper V a semi-
automatic probe station (Cascade summit 12000) is used with the devices
exposed to air during measurement. The variable temperature measure-
ments used to extract the Schottky barrier heights between metal contacts
and semiconducting CNTs presented in paper VI have been performed in
a vacuum probe station (Janis ST-H-4MW-2) at a pressure of 10−6 mbar.
The temperature of the sample can be varied from 5 to 450 K using either
liquid nitrogen or helium to cool the chuck and a resistive wire to heat it.

The devices are measured using a semiconductor parameter analyser (Agi-
lent B1500A or Keithley S4200) which is a fully integrated equipment for DC
characterisation. The parameter analyser has several source-measure-units
that can apply a voltage or current while measuring both simultaneously.
This enables measurements of the transfer and output characteristics of the
devices while monitoring e.g. gate leakage currents. The Agilent B1500A
parameter analyser used for the Schottky barrier measurements has a min-
imum resolution of 1 fA and an accuracy of ±0.46% which means that the
accuracy of the measurement results are not limited by the equipment but
instead by noise due to transport fluctuations in the CNT devices [99].
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Chapter 4
Electric field directed growth and
resulting substrate deformations

Positional and directional control of CNTs is desirable since it alleviates
the problem of having to locate individual CNTs to make CNTFETs and
therefore enables large scale production. There are a variety of techniques
to position and align CNTs deposited on a substrate from a suspension
such as dielectrophoresis [100], selective adhesion on chemical groups [101]
or alignment by liquid flow [102]. However, since the CNTs usually ag-
glomerate into bundles in suspension it is difficult to use these methods to
deposit separate CNTs. In addition, it is difficult to clean the CNTs from
e.g. surfactants used in the suspension. It is therefore desirable to develop
methods that give positional and directional control during growth. The
position of CNTs can simply be controlled by lithographic patterning of the
catalyst film or particles, however since it is difficult to controllably produce
a single CNT from each catalyst particle the accuracy is limited. The three
approaches that have mainly been used to achieve directional control during
growth are gas flows alignment [103], electric field alignment [104–106] and
alignment along steps on the substrate surface [107].

In this chapter, the use of an electric field applied during growth to orient
CNTs for the fabrication of CNTFETs is discussed. In addition to directing
the CNTs, it was found that an applied electric field can also induce defor-
mations in the SiO2 substrate in the vicinity of the CNTs, an effect which is
attributed to Marangoni convection and capillary waves in a molten region
underneath the CNTs. The electric field directed growth method is also
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discussed in paper I and the substrate deformations and their formation
mechanism in paper II and III.

4.1 Electric field directed growth

To obtain control of the direction of CNTs and at the same time produce
straight CNTs, an electric field can be applied during CVD using electrodes
patterned on the substrate [104–106] or be induced by charged catalyst is-
lands [108]. Directional control of CNTs in an electric field is possible due to
their large aspect ratios resulting in a highly anisotropic polarisability [109].

An electric field ~E induces a dipole ~p along the main axis of a CNT resulting
in a torque

~T = ~p× ~E (4.1)

aligning the tube with the field. Due to the anisotropic polarisability, the
polarisation perpendicular to the main axis can be disregarded and the
magnitude of the dipole therefore simplified to

|~p| ≈ pz = αzzLEz = αzzLE cos θ (4.2)

where L is the length of the CNT, θ the angle between the CNT and the
electric field, E = | ~E| is the magnitude of the electric field, pz the dipole
moment parallel to the main axis of the CNT and αzz and Ez the corre-
sponding polarisability and electric field (figure 4.1a). By combining eq. 4.1
and eq. 4.2, the magnitude of the torque can therefore be expressed as

|~T | = |~p| · | ~E| sin θ =
1

2
αzzLE2 sin 2θ (4.3)

resulting in a force that induces alignment of the main axis of a CNT
along the direction of the electric field. Thus, if the main axis of a CNT is
perpendicular to the electric field (θ = 90◦) the induced dipole moment and
thus the torque is zero while if the CNT is parallel to the field (θ = 0◦) the
torque is zero because the field and the dipole are aligned. However, CNTs
with all other orientations experience a torque.

To enable the application of an electric field during growth, Mo electrodes
separated by 5-80 µm gaps were patterned on a Si/SiO2 substrate using
photo or e-beam lithography and deposited using e-gun evaporation and
a catalyst film was patterned either on top of the electrodes close to their
edges or in the gaps. The sample was put on a quartz holder with Ta clamps
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Figure 4.1: a) Influence of an applied electric field on a CNT at an angle θ with
respect to the field. A dipole ~p aligns the CNT with the field. b) SEM image of
CNTs grown with an electric field of 1 V/µm applied in the horizontal direction.
The electrodes to which the voltages are applied are not shown in the image. c)
CNTs grown without any applied electric field.

connecting the electrodes to an external voltage supply and an electric field
of 1 V/µm was applied either before the methane was switched on or a few
minutes after growth had been initiated. The Si substrate was kept at a
floating potential or at an intermediate voltage compared to the two Mo
electrodes.

If the electric field is applied before growth, CNTs originating from catalyst
islands in the gaps are short since they grow in the direction of the field
which is pointing along the surface of the substrate. The close distance to
the surface increases the probability that thermal vibrations or disturbances
in the gas flow cause the CNTs to get pinned to the substrate and stop
growing. In contrast, if the catalyst is on top of the electrodes to which the
voltages are applied, the electric field is instead perpendicular to the surface
at the initial growth site and therefore CNTs are directed away from the
surface and follow the field lines across the gaps (figure 4.1b).

CNTs grown from a negatively biased electrode in an electric field that has
been switched on a few minutes after growth has started are surrounded by
dark areas when viewed in a SEM. Images of the topography obtained by
AFM reveal that the dark areas are deformations in the SiO2 surface in the
vicinity of the CNTs (figure 4.2). The shapes of the deformations can be
roughly divided into three categories, trenches with walls surrounding the
CNTs, trenches without walls and ridges. The three types of deformations
can occur on the same sample and there can also be a transformation of
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one type into another along the length of a CNT. In some cases there is no
CNT remaining close to a deformation after growth.

Figure 4.2: AFM images of three types of deformations in SiO2. a) Trench
with walls surrounding a CNT. b) Ridge with a CNT on top.

4.2 Field emission during growth

The deformations are only present around CNTs grown from negatively
biased electrodes while the surface in the vicinity of CNTs grown from pos-
itively biased electrodes has no topological changes which indicates that a
source of electrons is required for their formation. The electric field applied
between the electrodes is 1 V/µm but due to the large aspect ratios of the
CNTs, the local field around their tips is estimated using finite element sim-
ulations to be around 109 V/m (figure 4.3a). At such high fields, electrons
can be emitted by tunneling through the potential barrier at the surface of
a material, a process known as field emission [110].

A local electric field around 109 V/m is sufficient to obtain a field emission
current on the order of microamperes from individual CNTs [111]. However,
it is challenging to measure the current originating from field emission from
the growing CNTs in our CVD setup since conduction through charged
particles created as methane is decomposed, CNTs bridging the electrodes
and carbon deposits on the substrate surface create parallel current leakage
paths.

The high current through the CNTs leads to Joule heating which can raise
their temperature to around 2000 K [111]. The conclusion that the CNTs
reach such high temperatures during growth is supported by the presence
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of deformations without CNTs remaining after growth which indicates that
a too high current density has been passed through the CNTs resulting in
their destruction. Due to the difference in temperature of a CNT and the
surrounding environment there is a net radiative energy transfer that can
be described by the Stefan-Boltzmann law and given by

Qrad = Aεσ(T 4 − T 4
0 )t = 2πrLεσ(T 4 − T 4

0 )t (4.4)

where A is the surface area of the CNT, ε its emissivity, σ the Stefan-
Boltzmann constant, T0 the temperature of the environment and T the
temperature of the radiating CNT, r its radius, L its length and t the
growth time (figure 4.3b). For a growth time of 1200 s and an emissivity of
ε = 10−3 the radiated energy is Qrad = 10−8 J.

Figure 4.3: a) Local electric field as function of distance from the tip of a
CNT with a diameter of 2 nm in a gap of 10 µm at an applied field of 1 V/µm
obtained using finite element simulations. b) Schematic of the radiative heating
of a half cylinder of SiO2 underneath a CNT due to Joule heating induced by field
emission. Positive x is pointing away from the CNT. The horizontal velocity of
the liquid ux due to surface tension gradients is displayed as a function of depth.

Some of the radiated energy is incident on the SiO2 surface heating a small
volume underneath the growing CNTs. The energy needed to heat a half
cylinder of the SiO2 underneath a CNT from the CVD chamber temperature
of 1173 K to the melting temperature of SiO2 of 2006 K can be estimated
as

Qm =
πR2

2
Lcp∆T (4.5)

where cp = 2.2 · 106 J/m3K is the specific heat capacity of fused silica and R
the radius of the cylinder. Using a radius of the melted region of R = 200 nm
estimated from the AFM images of the deformations, the energy required
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for melting is Qm = 10−9 J which is one order of magnitude smaller than
the radiative energy emitted from the CNT. Even though the estimate
is approximate since many variables are not accurately known and heat
conduction through the SiO2 and the CNTs has not been taken into account,
it still indicates that Joule heating of the CNTs due to field emission is
sufficient to melt the underlying SiO2.

4.3 Marangoni convection and capillary

waves SiO2

Since SiO2 has a poor thermal conductivity, there are large thermal gradi-
ents in the molten volume underneath a CNT. The surface tension of most
liquids decreases with increasing temperature since the thermal motion of
their molecules competes with the cohesive forces holding them together.
Therefore, large thermal gradients also lead to large gradients in surface
tension. A gradient in surface tension results in lateral transport of ma-
terial at the surface towards regions of higher tension which is known as
Marangoni or thermocapillary convection [112].

The more commonly observed type of fluid motion driven by temperature
gradients is Rayleigh-Bénard convection where warmer liquid is moved up-
ward and cooler liquid downward due to their difference in density. Rayleigh-
Bénard convection usually dominates the behaviour of a fluid compared to
Marangoni convection which is most prominent at low gravity [113], thin
liquid layers or large gradients in surface tension. An occurrence of the
Marangoni effect is observed in the dynamics of wine in a glass [114]. If
the glass has been rotated, a thin film of wine is left on its walls. Since
evaporation of alcohol occurs from all liquid surfaces the film is quickly
depleted of its alcohol content due its large surface to volume ratio. Due
to the removal of alcohol, the film develops a larger surface tension than
the bulk liquid which causes wine to climb up the walls of the glass. As
enough fluid is accumulated at some height on the wall, the gravitational
force causes the wine to flow downwards again forming ”tears of wine”.

If there is a gradient of the surface tension s along the surface of a liquid, the
vertical gradient of the horizontal component of the velocity of the liquid
ux can be described by

η
∂ux

∂n
=

∂s

∂x
(4.6)
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where η is the viscosity, n the direction normal to the surface, x the direc-
tion along the surface and s the surface tension (figure 4.3b) [115]. Since
the surface tension decreases with increasing temperature, and the temper-
ature is reduced with increasing distance from a CNT its gradient can be
expressed as

∂s

∂x
=

∂s

∂T

∂T

∂x
(4.7)

where T is the local surface temperature. Since both derivatives in the
right hand side of eq. 4.7 are negative, the molten SiO2 move away from
the CNT along the surface towards regions with lower temperatures. As it
reaches the end of the molten region it is forced to flow downwards and back
towards the hot region resulting in convective vortex motion (figure 4.4a).
This convection, driven by surface tension gradients, results in a depres-
sion of the surface underneath the CNT where liquid is flowing upwards
and an elevation further away from the CNT resulting in a surface profile
characteristic of Marangoni convection [115, 116].

If the electric field is switched off or the CNT destroyed by excessive current
through it, the molten SiO2 cools down and the Marangoni convection is
damped since the thermal gradients and therefore also the surface tension
gradients are decreased (figure 4.4b). Surface tension is due to that the
cohesive forces between molecules on a surface and those in the bulk re-
sults in a net force towards the bulk of the liquid which is balanced by the
incompressibility of the liquid. As a flat surface is distorted, surface ten-
sion strives to minimise its area to have as many molecules in the bulk as
possible. Thus, transversal capillary waves are be generated in the molten
SiO2 with the surface alternating between ridges and trenches in a way
similar to the ripples generated when an object transverses a liquid sur-
face (figure 4.4c-f). The SiO2 surface therefore undergoes a cyclic series of
structural transformations until the viscosity has increased sufficiently due
to cooling so that one of the shapes is frozen into the surface. The different
types of substrate deformations observed after electric field directed growth
of CNTs correspond well to the different shapes that the surface go through
during cooling due to capillary waves. However, some deformations consist
of a ridge which is 10s of nanometers high and no visible depression of the
surrounding surface (figure 4.2b). Due to the large gradients in tempera-
ture and thus viscosity of the molten SiO2, velocity gradients can arise in
the liquid. For sufficiently large velocity differences, the fluid ruptures and
becomes porous. Since the ridge deformations are large and there are no
suppressions of the substrate surface in their vicinity it is likely that the
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Figure 4.4: a) Marangoni convection in melted SiO2 due to surface tension
gradients induced by local heating from a CNT. b) When the electric field is
switched off or the CNT destroyed, the convection is damped due to cooling.
c-f) Capillary forces that try to restore the flat surface transform the central
suppression into an elevation. The sequence is repeated in reverse order (f to
c). One of the profiles is solidified when the SiO2 has increased its viscosity
sufficiently.
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SiO2 inside them is porous, a conclusion supported by the fact that they
are easily destroyed as discussed in paper III.

To induce the local melting needed to produce the observed surface defor-
mations, the CNTs need to be close to the substrate as they are growing.
If the electric field is applied before growth starts, the CNTs are initially
growing perpendicular to the surfaces of the electrodes since they follow the
electric field lines and thus they are too far from the surface to induce melt-
ing. However, if the electric field is applied a few minutes after growth has
started some CNTs will be close to the surface when the field is switched
on and induce sufficient radiative heating of the substrate.

The observed deformations resemble those observed by Byon et al. who
introduced a small amount of oxygen during CVD growth of CNTs [117].
Their deformations have a depression in the center surrounded by elevated
ridges similar to the deformation most commonly observed in our exper-
iments (figure 4.2a). In their experiments, most of the CNTs have been
destroyed after growth and the conclusion is that carbothermal reduction,
where SiO2 reacts with the carbon in the CNTs to form volatile SiO and
CO, is responsible for the trench formation. The ridges are formed because
some of the evaporated material is redeposited on the surface. The main
difference between the two experiments is that we do not add any oxygen
during growth but a source of electrons from a negatively biased electrode
is needed. It is not clear from where the energy that heats the CNTs to
temperatures above 1700 ◦C, which is required for carbothermal reduction
originates from in their experiment and why evaporated material would be
deposited only around the trenches. However, it can not be ruled out that
different physical mechanisms in the two experiments result in structural
changes that are similar.

The deformations formed during electric field directed growth may have no
direct practical applications since e.g. patterning and etching techniques
using conventional lithography have superior precision and simplicity. In-
stead the deformations can be viewed as a manifestation of a mass transport
phenomenon on a nanometer scale under somewhat unexpected conditions.
In addition, the results can hopefully lead to further insights in the growth
mechanisms of CNTs in electric fields [118].
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Chapter 5
Carbon nanotube gated carbon
nanotube transistors

The improvement in the performance of transistors is to a large extent
due to the continuous down-scaling of their gate lengths resulting in higher
operating frequencies. However, continuation of the gate length scaling
faces considerable lithographic challenges since resist features smaller than
40 nm are required to further reduce the gate length [3]. Therefore, a
method to define the gate without being limited by lithographic constraints
is highly desirable. This chapter describes the fabrication and electrical
characterisation of a novel CNTFET where a metallic CNT replaces the
lithographically defined metal gate electrode and used to control the current
through the semiconducting CNT. Two different device designs have been
used. In the first design, presented in paper IV, the gate CNT is deposited
from a suspension while in the second design, presented in paper V, the gate
CNT is grown using CVD. The emphasis in this chapter is on details about
the fabrication, the background for the numerical simulations in paper IV
and a discussion of the results and a comparison of the performance with
FETs using other materials or device structures.

5.1 CNTFETs with two gates

The simple back gated CNTFET described in chapter 2 has some funda-
mental drawbacks that deteriorate the performance as device dimensions
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are scaled down and that makes it incompatible with high frequency op-
eration. To obtain a low inverse subthreshold slope in a CNTFET with
a finite Schottky barrier (SB) height, the SB thickness has to be modu-
lated efficiently by the field from the gate electrode. By making the gate
dielectric thinner the control can be improved, but this also results in a
higher off current and more ambipolar transfer characteristic due to the
thin barrier for electrons at the negatively biased drain electrode [119]. It
is possible to reduce the impact of the gate field at the drain contact by
only partially gating the CNT close to the source which lowers the electron
injection, however this approach is not scalable to small device lengths due
to fringing fields that affect also the drain contact [120]. Another approach
is to selectively dope segments of the CNT that are close to the source and
drain electrodes and use a central gate to modulate the potential only in
the middle of the CNT (figure 5.1). The doping can be done chemically
using alkali metals [65] or polymers [121] or electrostatically using an ad-
ditional gate electrode [122, 123]. If the contact regions are doped p-type,
holes are easily injected from the source contact due to the thin SB while
electrons injected from the drain have to be thermionically emitted over a
high barrier consisting of both the SB and an additional barrier induced by
doping. The device has therefore a more unipolar characteristic compared
to a device with a single gate. The operation of a CNTFET with doped
segments is similar to a conventional MOSFET in which the source and
drain are heavily doped and thermionic emission over the potential barri-
ers in the p-n junctions determines the transport. By using doped regions
the transport is modulated by thermionic emission over a central barrier
instead of tunneling through the SBs at the contacts and thus a smaller
inverse subthreshold slope can be obtained than for a device with a single
gate. In addition, since the device is switched by changing the potential in
the bulk of the CNT, the characteristics are less dependent on the proper-
ties of the metal-CNT contact which can differ considerably from device to
device [124].

The most straightforward method to create electrostatically doped segments
is to use a fixed voltage applied to a global back gate to dope the regions
close to the contacts and a local gate positioned in the center of the CNT to
switch the device. The central gate can either be on top of the CNT so that
the channel is sandwiched between the gates or be positioned underneath
the CNT channel. Since the potential in the bulk part of the CNT should
ideally be controlled by the central gate without any influence of the field
from the back gate it is beneficial to have the two gates on the same side
of the CNT since the central gate effectively screens the field from the
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back gate in this configuration. Most dual gated CNTFETs use a metal

Figure 5.1: Schematic band diagram of a dual gate CNTFET where a negative
voltage applied to a global gate is used to p-dope regions close to the contacts
allowing holes to tunnel through the SB at the source. The transport is controlled
by changing the voltage applied to a local gate electrode that modifies the height
of a barrier over which holes are transferred by thermionic emission. Adapted
from [123].

strip as the gate electrode limiting the minimum gate length by constraints
imposed by lithography. In our devices, the metal gate is replaced by a
metallic CNT which gives a gate length much shorter than what can be
achieved through lithographic techniques since it is defined by the CNT
diameter (figure 5.2a).

Metallic CNTs have excellent electrical and thermal conductivity and are
investigated as a possible replacement for metals as interconnects in inte-
grated circuits. As the packing density in integrated circuits is increased,
the size of the interconnects between the transistors has to be reduced lead-
ing to current densities high enough to cause migration of metal atoms
eventually resulting in discontinuities in the wires. Another problem with
conventional metals is that their resistivity increases with decreasing cross
section due to the increased fraction of scattering that occurs at the sur-
face. The use of metallic CNTs eliminates both of these issues since they
can withstand 1000 times higher current densities (1010 A/cm2) compared
to Cu wires without breaking and surface scattering is absent [5]. How-
ever, in spite of their excellent properties and demonstrated high frequency
performance in the GHz range [125] it has proven difficult to integrate
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metallic CNTs in interconnects where many parallel CNTs are needed due
to their low packing density giving a too low current density to compete
with conventional metals. Even though there are still difficulties realising
CNT interconnects for larger currents, a single metallic CNT is sufficient as
a gate electrode for a CNTFET with a semiconducting CNT as channel.

Figure 5.2: a) Schematic of a CNT gated CNTFET where the metallic CNT
gate is positioned underneath the Si3N4 dielectric separating it from the upper
semiconducting CNT. b) Optical microscopy image of a device with the design
shown in a). Upper and lower T-shaped electrodes are used to apply an electric
field during growth. The L-shaped electrodes are Mo contacts to gate CNTs.
The Pd electrodes that contact the semiconducting CNT are seen in between the
Mo electrodes. c) Optical microscopy image of a device where the CNT gate is
deposited on top of the dielectric using dielectrophoresis. In this device three CNT
gates can be deposited using the six side electrodes. d) AFM image of a device
with the CNT gate on top of the Al2O3 gate dielectric. e) AFM image of a device
with the CNT gate underneath the Si3N4 gate dielectric.

Previously, deposited bundles of CNTs both for the channel and the gates
have been used to fabricate CNT gated CNTFETs [126]. Since the bundles
are large, the gate length is around 50 nm which can easily be achieved

44



Fabrication of CNT gated CNTFETs

using lithography, and due to the presence of metallic CNTs in the bundles
the on/off ratio of these devices is only around 10. CNT gated devices with-
out using a gate dielectric between the CNTs have also been fabricated by
moving the gate CNT in close proximity to a semiconducting CNT through
manipulation with an AFM [127]. The transfer characteristic obtained by
sweeping the CNT side gate displays a five times lower inverse subthreshold
slope than the back gate sweep. However, it is difficult to fabricate devices
reproducibly with a controlled distance between the CNTs using this tech-
nique. In another method to produce CNT gated CNTFETs, CNTs are
deposited on a DNA template [128]. Using this technique it is possible to
form crossed CNTs with the DNA template acting as a gate dielectric in
between. However, a device fabricated using this technique shows a high
resistance and poor switching and it can also not be ruled out that the
metal contact to the gate CNT is influencing the potential of the channel
since the distance to it is only few tens of nanometers.

5.2 Fabrication of CNT gated CNTFETs

Two different approaches have been used to fabricate the CNT gated CNT-
FETs presented in this thesis. The first device designs used dielectrophore-
sis to deposit the metallic CNT gate on top of a dielectric separating it
from the semiconducting channel CNT as described in paper IV. However,
due to poor control of the deposition and the unfavourable electrostatics of
the resulting device, a second design has been developed where the dielec-
trophoretic deposition of the CNT gate was replaced by a second CVD step
giving simpler fabrication, shorter gate lengths and also enabling devices
where the CNT gate is positioned underneath the semiconducting CNT as
described in paper V. Since the fabrication of the CNT gated CNTFETs is
only briefly discussed in paper IV and paper V, this section is devoted to a
more in depth description of the different steps and particular emphasis is
on the dielectrics and deposition methods that have been tested throughout
the development of the two different devices. Detailed descriptions of the
most important process steps can be found in appendix A.

CNTFETs with deposited CNT gates

The fabrication of both types of devices starts with the growth of the lower
CNT using CVD as described in chapter 3.3. In devices with the first design
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where the CNT gate is deposited on top of the dielectric, suitable CNTs are
located using AFM or SEM and Pd source and drain contacts are patterned
and deposited on them. Next, the gate dielectric that separates the semi-
conducting channel CNT from the metallic gate CNT is deposited. The
deposition of the gate dielectric is one of the most crucial steps in the de-
vice fabrication and a few different techniques have been tested to identify
which one causes the least degradation of the electrical properties of the
CNTs and is compatible with the subsequent processing steps. SiO2 has
been deposited using plasma enhanced CVD (PECVD) using SiH4 and O2

as precursors, electron gun evaporation or reactive sputtering of Si in an
oxygen atmosphere. After using any of these deposition methods the con-
tact between the source and drain electrodes is often lost. It is likely that
the ionic oxygen species formed in the plasma during PECVD and sput-
tering cause severe damage by reacting with defects in the CNTs resulting
in many broken devices. In spite of the poor yield of devices surviving
SiO2 deposition by electron gun evaporation, it has successfully been used
to make the devices presented in paper IV. Al2O3 produced by repeated
thermal evaporations of thin Al layers with oxidation in air in between has
also successfully been used as gate dielectric. However, we have found that
the deposition method for Al2O3 most benign to CNTs is atomic layer de-
position (ALD) which is a chemical deposition method that can be used to
deposit a variety of oxides, nitrides, III-V compounds and a few noble met-
als. For deposition of Al2O3 the substrate is heated to 150◦C and alternately
exposed to trimethyl aluminum (TMA) and water. ALD enables controlled
deposition of single monolayers due to the self limiting nature of the chem-
ical reaction and does not damage the CNTs since the oxidation of Al is
done by water and no oxygen radicals are present. We have used devices
with Al2O3 deposited using both of these methods to study the formation
and manipulation of multiple quantum dots in series along semiconducting
CNTs [129]. However, a detailed description of these experiments is beyond
the scope of this thesis.

After the dielectric deposition, Pd electrodes that are used for the deposi-
tion of the gate CNTs by dielectrophoresis are patterned on both sides of
the CNTs (figure 5.2c). A small drop of CNTs dispersed in Sodium dodecyl
sulfate (SDS) is deposited on the chip while an alternating electric field of
2-4 V/µm is applied between the electrodes for 5-30 s after which the chip
is rinsed with water. CNTs that have moved to the gap between the elec-
trodes are pinned due to van der Waals interactions with the surface and
are thus not removed during the water rinse. A resulting device with evap-
orated Al2O3 as the gate dielectric is displayed in figure 5.2d. This device
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has a bundle of CNTs deposited instead of a single tube. The reason for
this could be that some bundles are present in the suspension or that mul-
tiple CNTs are deposited forming a bundle on the surface. The deposition
of a single CNT using DEP is difficult since the process is very sensitive
to CNT concentration and deposition time. The gate length is therefore
considerably longer than the diameter of a single CNT which limits the
performance of the device.

CNTFETs with CVD grown CNT gates

In the fabrication of the devices with the CNT gate positioned underneath
the gate dielectric used in paper V the first CNTs are grown using CVD
while an electric field is applied to obtain orientational control as described
in chapter 4. Instead of locating the grown CNTs after this step, as for the
devices with a deposited CNT gate, large Ti/Mo electrodes are patterned
that cover the catalyst areas and thereby contact several CNTs. Since a
second CVD step is needed to produce the upper CNTs, a gate dielectric
that can withstand the high temperature and highly reducing atmosphere
during growth is needed. The Al2O3 deposited by ALD was found to be
incompatible with the conditions used during CVD and electrical shorts
through the SiO2 to the back gate were formed. The shorts only occurred
when methane was present and not when the sample was heated only in Ar.
Since Al2O3 has a high melting point of 2072◦C and thus should be able to
withstand the 900◦C used during growth it seems like the highly reducing
atmosphere during growth damages the film. Nevertheless, the reason for
the leakage through the 400 nm thick SiO2 is unclear.

Due to its poor stability, Al2O3 was replaced by Si3N4 deposited by PECVD
in the second device design. The sample is heated to 300◦C during PECVD
and therefore water and oxygen molecules absorbed on the CNTs and the
contacts evaporate and the subsequent deposition of Si3N4 passivates the
devices preventing further absorption when exposed to air. The PECVD
process causes the transfer characteristic of the semiconducting CNTs to
change from p to n-type after deposition (figure 5.3a). Previous studies have
reported that depositing Si3N4 on only the contacts results in n-type devices
which are stable in air so the change in characteristic after deposition can
be attributed to a change in work function of the contact metal instead of a
change in doping of the CNT [130]. A large hysteresis in the transfer char-
acteristic of several volts for different directions of the gate voltage sweep is
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present, an observation commonly attributed to charge traps in water mole-
cules or silanol groups on the SiO2 surface [131, 132]. The hysteresis has
decreased slightly after Si3N4 deposition indicating that some charge traps
have been removed. Even though molecules absorbed on the surface have
been removed by the heating, it is possible that other charge traps present
in the Si3N4 are responsible for the remaining hysteresis [133]. Apart from
changing the characteristic of semiconducting CNTFETs, the deposition of
Si3N4 has no detrimental effect on device performance with a high yield of
devices that survive the process and metallic CNTs that show negligible
change in resistance after deposition. Suitable devices where CNTs from

Figure 5.3: a) Transfer characteristics with Vd = 1 V before and after Si3N4

deposition by PECVD with different directions of the gate voltage sweep. b) SEM
image of a CNT gated CNTFET before contact to the CNT on top of the gate
dielectric is made. The dark vertical CNT is below the Si3N4 and the bright CNTs
are on top of it. The upper and lower horizontal electrodes are the contacts to
the lower CNTs used as gates.

the first and second growth steps are crossing are located with respect to
Mo markers using SEM (figure 5.3b). The CNTs that are underneath the
Si3N4 have a dark contrast while the CNTs on top have a bright contrast
with respect to the substrate when imaged using SEM, an effect which could
be due to different charging of the CNTs. Even though AFM gives a more
precise location of the CNTs compared to SEM it is difficult to use since
the magnitude of the roughness of the Si3N4 surface is similar to the CNT
diameter. Finally, the upper CNTs are contacted by Pd electrodes using
EBL and Ti/Au pads are made using photolithography to enable electrical
probing. Since the lower CNTs and their Mo contact electrodes are cov-
ered by Si3N4, areas on the Mo pads are defined by photolithography and
selectively etched by a CF4 plasma using reactive ion etching.
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5.3 Modeling of transport in CNTFETs

Numerical simulations have been performed by Yury Tarakanov at Chalmers
University of Technology to gain an understanding of the transport charac-
teristics of our devices and to identify possible improvements to the device
design. A detailed description can be found in Yury’s Licentiate thesis [134]
but a brief introduction to the simulations is presented in this section. It
is challenging to theoretically treat all aspects of transport in a CNTFET
in detail. A detailed description requires an atomistic description of the
nanotube, its contacts and surrounding dielectrics together with quantum
mechanical treatment of electron transport using both ballistic and diffusive
mechanisms. Such modeling requires huge computational resources so sim-
plifications are usually made and parameters extracted from experiments
are put into the calculations. Many approaches use an idealised cylindrical
geometry with a gate electrode that wraps around the CNT [135] to reduce
the dimensionality of the problem. However, due to the complex geometry
of the CNT gated CNTFETs, such simplifications can not be made and the
full three dimensional electrostatics has to be taken into account.

For short CNTs with little scattering in the channel, a quantum mechanical
description is often used that involves solving the Schrödinger equation for
the electrons [68]. Since our devices have lengths on the order of µm which
is longer than the mean free path for scattering, they are modeled using
diffusive transport in the bulk of the tube while the contact regions are
treated quasi-classically (figure 5.4b).

The following section describes the principles of the modeling of CNTFETs
using a device with a single gate as an example. As mentioned in chapter 1
and discussed in more detail in chapter 6, a SB is formed when a metal
and a CNT are joined. Carriers are injected from the metal into the CNT
either by tunneling through the SB or, if they have sufficient energy, by
thermionic emission over it (figure 5.4a). A negative voltage applied to the
drain raises the Fermi level in the bulk of the CNT above the Fermi level of
the source which is grounded. By applying a negative voltage on the gate,
the bands in the CNT are raised which moves the valence band closer to
the Fermi level. Due to the Fermi level mismatch, the number of holes at a
specific energy is larger in the metal than in the CNT so they are therefore
transported into the CNT. Our experimental devices have Pd as contact
metal resulting in a hole barrier much smaller than the electron barrier due
to its high work function of 5.12 eV. Therefore, the electrons injected from
the negatively biased drain electrode are disregarded in the calculations.
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Figure 5.4: a) Schematic of the contact between a metal and CNT with a finite
SB in the vicinity of a gate electrode and the corresponding band diagram with
a negative voltage applied on the gate. The hole distributions in the contact
(fm) and CNT (fCNT ) are displayed where the grey shaded area corresponds to
filled states. b) Band diagram for a CNTFET with a negative gate voltage and
a small voltage applied between source and drain. The division of the CNT into
injection and diffusive regions is indicated by boxes. c) The meshing of the device
into surface elements each with a constant potential. The two CNTs are divided
into cylindrical elements and the surfaces of the electrodes into rectangular. The
dielectric interfaces are only included schematically, the effect of these on the
capacitances are taken into account by image charges that are not shown.
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Modeling of transport in CNTFETs

The injection current is obtained by multiplying the difference between the
hole distribution in the metal (fm) and the distribution in the CNT (fCNT )
with an energy dependent transmission probability T (E) and the DOS and
integrating over energy. For holes that have an energy lower than the top
of the SB and are injected by tunneling, the net current is given by

I tun
h =

4e

h

∫ Ub

Emin

T (E)(

metal→CNT︷ ︸︸ ︷
fm(E − Emet

F )−
CNT→metal︷ ︸︸ ︷

fCNT (E − ECNT
F )) dE (5.1)

where Emin is the lowest energy at which a hole can tunnel into the CNT
corresponding to the top of the valence band in the bulk of the CNT, Ub

the energy at the top of the SB, Emet
F the Fermi level in the metal and

ECNT
F the Fermi level in the CNT. Holes with an energy higher than the

SB height which have a transmission probability of T (E) = 1 give rise to a
net thermionic emission current

ITE
h =

4e

h

∫ ∞

Ub

(
fm(E − Emet

F )− fCNT (E − ECNT
F )

)
dE. (5.2)

A similar treatment is performed for the other contact where holes are in-
jected into the negatively biased drain from the CNT. In the bulk part of
the CNT, the transport is described using drift which is transport due to
an electric field, and diffusion which is transport due to a gradient in car-
rier concentration. Our model describes the operation of a CNTFET at
sufficiently negative gate voltages to have the Fermi level close to or in the
valence band resulting in negligible electron concentrations so recombina-
tion can be disregarded. The change in the concentration of holes per unit
length, at a position x along the CNT at a time t, given by p(x, t) has to
satisfy the continuity equation

∂p(x, t)

∂t
= −1

e

∂Ip(x, t)

∂x
(5.3)

where Ip(x, t) is the local hole current. The current is given by the drift-
diffusion equation

Ip(x, t) =

drift︷ ︸︸ ︷
ep(x, t)vp(Fx, p)−

diffusion︷ ︸︸ ︷
eDp(Fx, p)

∂p(x, t)

∂x
(5.4)

where vp(Fx, p) is the drift velocity of the holes, which depends on the
electric field Fx and the hole concentration, and

Dp(Fx, p) =
kBT

e

vp

Fx

(5.5)
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is the diffusion coefficient. The first term in eq. 5.4 describes the response
of the holes to an electric field and the second term is the response of the
holes to a gradient in carrier concentration. The drift velocity is related to
the mobility µ by

vp = µFx (5.6)

where the mobility for CNTs at low electric fields is

µ =
2evp

π~
τ0 ·

(
3πd
8

)2
p

1 +
(

3πd
8

p
)2 (5.7)

where τ0 is the time between scattering events and d is the CNT diame-
ter [67]. At electric fields higher than 1 V/µm the drift velocity saturates
due to optical phonon scattering, an effect which is included in the calcu-
lations by assuming a constant Fx at high enough bias.

To obtain the current through the semiconducting CNT the electric field
along the channel CNT Fx, which is the gradient of the electrostatic po-
tential, has to be calculated. Since the CNT gated CNTFET has a quite
complicated geometry there are no analytical solutions to obtain the elec-
trostatic potential in the devices but instead numerical calculations have to
be used. The electrostatic potential ϕ at position ~r = (x, y, z) is related to
the charge density ρ(~r) by the Poisson equation

∇2ϕ(~r) = −ρ(~r)

εs

(5.8)

where εs is the permittivity. Eq. 5.8 is solved using the boundary element
method (BEM) which approximates solutions to partial differential equa-
tions by calculating values only at discrete points of an object [136, 137].
Since charges in metals are located at their surfaces, BEM is the most suit-
able method since it does not use any points inside the electrodes or in
empty space but instead only calculates the charge densities on surface ele-
ments. This simplification reduces the number of points needed in the calcu-
lation which therefore requires less computational resources. The impact of
the dielectrics on the capacitances between the CNTs and the source, drain
and gate electrodes is taken into account by using image charges instead
of calculating the charge density on a large planar mesh at the dielectric
interfaces, a simplification which further reduces the computational load.

The calculation is initiated by dividing the CNTFET into discrete surface
elements and applying some voltages to the source, drain and gate electrodes
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and adding some charge concentration on the CNT. The electrostatic poten-
tial in the semiconducting CNT and the charges on the electrodes, obtained
by solving the Poisson equation (eq. 5.8), are used to calculate the electric
field. The drift velocity and diffusion coefficient calculated using eq. 5.6
and eq. 5.5 are then inserted in the coupled continuity (eq. 5.3) and drift-
diffusion (eq. 5.4) equations to obtain the current. Time is propagated and
the current give rise to a new charge distribution in the subsequent time
step which is inserted in eq. 5.8 to obtain a new potential distribution.
This procedure is repeated until the change in the charge distribution is
negligible i.e. a steady state has been reached. By calculating the charge
distribution and current for different back gate or CNT gate voltages the
transfer characteristic using either of the two gates are obtained.

5.4 Results from electrical measurements

and simulations

The devices are electrically characterised in a probe station as described in
chapter 3 by grounding the source, applying a fixed voltage on the drain
and keeping one of the gates at a fixed negative voltage while sweeping the
other.

For devices where the gate is a bundle of CNTs deposited by DEP as in
paper IV the voltage on only one of the gates was swept while the other
was kept on a floating potential. Nevertheless, the CNT gate can be used
as a gate, possibly because the SDS solution used during DEP chemically
dopes the contact regions which for this device are not covered by the
dielectric. The device shows no improvement of the characteristic when
using the CNT gate compared to the back gate. Since the device exhibited
poor characteristics an improved fabrication method was developed that
includes two CVD steps as discussed in paper V. Devices produced using
this method is therefore the main focus of this chapter.

The device presented in paper V has only one contact to the gate CNT
(figure 5.3b) and thus it is not possible to deduce whether the gate CNT
is a metallic or a semiconducting CNT. However, a small back gate voltage
is sufficient to induce the charge density needed on a semiconducting gate
CNT to be able to use it efficiently. An applied voltage on the upper Mo
electrode which is not connected to the gate CNT does not influence the
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conductance of the channel CNT which proves that it is not the metal
electrodes that gates the CNT since they are too far from it to be effective.

Electrical measurements reveal that the CNT gate switches the device more
efficiently than the back gate with a 2.6 times lower inverse subthreshold
slope (figure 5.5a). The lower inverse subthreshold slope can be attributed
to that the thick dielectric of 1 µm SiO2 used for the back gate causes it to
have a weaker coupling to the channel compared to the CNT gate with a
30 nm Si3N4 dielectric. Moreover, the back gate switches the device by con-
trolling the tunneling currents through the SBs at the contacts in addition
to controlling the potential in the bulk of the CNT channel, which increases
the inverse subthreshold slope compared to exclusive bulk switching [124].
That the inverse subthreshold slope using the CNT gate is far from the
60 mV/dec expected for thermionic emission can be explained by the fact
that the gate dielectric is still quite thick and that charge trapping could
be degrading the performance [138].

For a device which has a semiconducting CNT with a large band gap, such
as the one presented in paper V, the transfer characteristic is unipolar p-
type with no or only a small n-branch using either of the gates due to the
large SBs for electrons in Pd-CNT contacts. Therefore the application of
a negative back gate voltage (VBG) switches the device off independent of
the voltage applied to the CNT gate (VCNTG) which shows that the field
from the CNT gate does not influence the contact regions. In contrast,
a device with a channel CNT which has a small, curvature induced band
gap displays an ambipolar transfer characteristic when sweeping the back
gate due to the small SBs for both holes and electrons (figure 5.5b). This
enables us to create either p or n-type characteristics in the same device
by changing the voltage on the back gate to either electrostatically p-dope
the contact regions at negative VBG or n-dope them at positive VBG. This
results in either p–i–p or n–i–n doping profiles in the semiconducting CNT
where the doping in the intrinsic middle region is controlled by the voltage
on the CNT gate (figure 5.5b).

The results from the simulations agree well with the measured transfer char-
acteristics, however the off state can not be accurately modeled since only
holes are taken into account and the method is unstable when calculating
currents below 1 nA. The only fitting parameter parameter used in the sim-
ulations is the phonon scattering time τ0 in eq. 5.7 and the SB height. The
results from the experiments and simulations agree well for τ0 = 0.13 ps
which is a few times lower than what was obtained by Zhou et al. [67]. The
simulations show that the CNT gate modulates the carrier concentration
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Figure 5.5: a) Transfer characteristics of a CNT gated CNTFET obtained by
sweeping the back gate with VCNTG = −5 V or the CNT gate with VBG = −10 V
at Vd = 1 V. b) Contour plot of Id as a function of both VCNTG and VBG at
Vd = 100 mV for a another device with a small gap CNT as channel. The doping
profiles along the semiconducting CNT at different gate voltages are indicated.

locally but the length of the central region where the carrier concentration
in the off state is reduced below half of that in the electrostatically doped
contact regions is around 170 nm. This depleted region can be considered to
be an approximate electrostatic gate length which is much longer than the
physical gate length of 1.8 nm defined by the diameter of the gate CNT. In
an electrostatically well behaved transistor, the gate length should be a few
times larger than the screening length λ of the device since the potential in
the channel is otherwise strongly influenced by the potentials in the source
and drain resulting in short channel effects manifested by e.g. an increased
inverse subthreshold slope [68]. λ increases with the thickness of the gate
dielectric, decreases with its dielectric constant and is also dependent on
the geometry e.g. whether it is a planar or coaxial gate. This restriction
on the gate length is one of the major limiting factors when shrinking de-
vice dimensions since the thickness of the gate oxide has to be decreased
with decreasing gate length to maintain good electrostatics which leads to
increased gate leakage currents and high power consumption. For a CNT-
FET with a planar gate λ =

√
dCNT doxεCNT /εox, where εCNT , εox, dCNT and

dox are the dielectric constants and diameters of the semiconducting CNT
and the gate dielectric [68]. This means that for a CNTFET with 30 nm
Si3N4 as the gate dielectric, the physical gate length should be longer than
λ = 10 nm to avoid short channel effects [68]. However, since the segments
of the semiconducting CNT that are electrostatically doped by the back
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gate are so long, the potential in the source and drain contacts have little
effect on the central region affected by the CNT gate. However, to more
efficiently exploit the short physical gate length of the CNT gate, the gate
dielectric needs to be considerably thinner or the dielectric constant higher
which reduces the electrostatic gate length.

Even though the transfer characteristic of a transistor is measured using
DC voltages it can still be used to predict its high frequency performance.
The speed of a transistor can be described by the intrinsic gate delay

τ =
CgVdd

Ion

(5.9)

where Cg is the capacitance between the gate and channel, Vdd the power
supply voltage used to switch the device between the on and off states and
Ion the on state current. The gate delay describes how fast the charge
Q = CgVdd added to the channel by changing the gate voltage by Vdd is
removed when the current Ion flows through the transistor and thus it gives
a measure of the time needed to switch the device between the on and
off states while τ−1 gives a measure of the intrinsic frequency limit of the
device [3]. The gate delay decreases with gate length since less charge has
to be moved during switching, which is one of the main reasons for scaling
transistor dimensions. It should be noted that the intrinsic speed of a
device is the maximum frequency that can be obtained in an ideal case,
however in practice, parasitic capacitances between the gate, source and
drain electrodes and interconnects degrade the performance considerably.
In the CNT gated CNTFET, the large back gate is the main limitation to
the high frequency performance and should therefore be replaced by local
gates or through chemical doping of the segments close to the contacts as
an alternative to electrostatic gating [123].

The gate capacitance in eq. 5.9 is extracted from the numerical simulations
through Cg = dQ/dVg where Q is the charge on the semiconducting CNT.
The calculated capacitances between the semiconducting CNT and the back
gate and CNT gate are CBG = 15 aF and CCNT = 10 aF respectively. An
analytical estimate of the capacitance to the back gate can be obtained
by considering a cylinder with diameter d and length L separated from
an infinite metallic plane by a dielectric with relative permittivity εr and
thickness tdi which gives

CBG =
2πε0εr

cosh−1 (2tdi/d)
L ≈ 2πε0εr

ln (4tdi/d)
L. (5.10)
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For our device geometry eq. 5.10 gives a capacitance seven times higher
than that obtained from the numerical simulations. This large discrepancy
is most likely because our device has a quite small ratio between CNT length
and dielectric thickness of only L/h = 1.5 which makes the analytical so-
lution inaccurate. In addition to the pure geometrical capacitance there
is also a contribution from the quantum capacitance, which is an intrin-
sic property of the semiconducting CNT which depends on its DOS [139].
However, since the quantum capacitance of CNTs of 4 pF/cm [140] is much
larger than the geometrical capacitance it has little impact in our devices.

To use the gate delay metric for a fair comparison between different devices
their Ion/Ioff ratios have to be considered as well. The on and off states for a
p-type transistor are usually defined at Vth−2/3Vdd and Vth+1/3Vdd respec-
tively where Vth is the threshold voltage defined as the gate voltage at which
the transconductance reaches its maximum (figure 5.6a)1. Compared to Si

Figure 5.6: a) Illustration of the definition of the on and off states in the trans-
fer characteristic of a transistor used in the calculation of the gate delay and
the on/off ratio. b) Gate delay as a function of gate length for p-type CNT-
FETs, Si MOSFETs, Si nanowire FETs and our CNT gated CNTFET. Adapted
from [141].

MOSFETs the Vth is poorly controlled in CNTFETs due to charge trap-
ping as discussed previously so instead of determining Vth for our devices
we move a window of width Vdd along the gate voltage axis and determine

1In many publications on CNTFETs, the on/off ratio refers to the maximum current
ratio within a large gate voltage range. Even though this definition can be used to make
a rough comparison between devices, it is not relevant for applications since for these
the gate voltage is only varied within a limited range of Vdd ≈ 1 V .
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the Ion, Ioff and τ at each point. The maximum on/off ratio for our device
using the CNT gate is 100 at which τ = 5 ps.

The gate delay and on/off ratio is close to what is achieved in Ge/Si
nanowires with gate lengths close to our electrostatic gate length [142],
however the performance is still far from what is required for high perfor-
mance logic applications [3]. Reducing Vdd gives a smaller τ but at the cost
of reducing the on/off ratio. To enable a fair comparison with other devices
Vdd = Vd = 1 V has been used in the calculations which is the power supply
voltage presently used in commercial MOSFETs for logic computation. A
comparison between the gate delays for Si MOSFETs, Si nanowire FETs
and other CNTFETs with different channel lengths is shown in figure 5.6b.
There is a large spread in the gate delays for CNTFETs most likely be-
cause the data is taken from different sources and the accuracies in using
the analytical estimate of the capacitance in eq. 5.10 differ. In addition, the
on/off ratios are typically lower for the CNTFET devices compared to the
Si MOSFETs. If the electrostatic gate length is used for the comparison,
the gate delay for the CNT gated CNTFET is close to what is achieved in
Si MOSFET with similar gate lengths. On the other hand, if the physical
gate length is used instead, the gate delay is considerably higher compared
to the corresponding Si MOSFETs.

Figure 5.7: a) Simulated transfer characteristics using the CNT gate with Vd =
1 V for devices with 5 to 30 nm (left to right) Si3N4 dielectric thickness. b)
Inverse subthreshold slope and CNT gate capacitance as a function of Si3N4

thickness.

The thickness of the Si3N4 dielectric has been varied in the simulations to
study whether the device performance can be improved. The calculated
transfer characteristics illustrate that the inverse subthreshold slope and
therefore also the gate delay is decreased with decreasing dielectric thickness
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(figure 5.7). The calculations also show that the capacitance to the CNT
gate does not change considerably as the dielectric thickness is decreased.
However, since the effective gate length is reduced, the capacitance per unit
length in the region affected by the CNT gate is increased with reduced
Si3N4 thickness. Therefore, reducing the gate dielectric thickness improves
the gate coupling and consequently decreases the inverse subthreshold slope.
For a 5 nm thick dielectric the inverse subthreshold slope S = 70 mV/dec
resulting in a delay time τ = 1.4 ps which corresponds to an intrinsic
frequency of 700 GHz.

5.5 CNTFETs with suspended CNT gates

Even though the simulations show that the inverse subthreshold slope can
be improved by reducing the thickness of the gate dielectric it is still limited
to 60 mV/dec at room temperature even for very thin dielectrics. To obtain
an inverse subthreshold slope lower than the thermal limit, the development
of a CNTFET with a suspended CNT gate, where the gate dielectric has
been replaced by an air gap, is being pursued (figure 5.8a).

It has been demonstrated that an inverse subthreshold slope of 2 mV/dec
can be achieved in Si MOSFETs with a suspended gate due to the abrupt
change in capacitance as the gate is pulled in towards the gate oxide [143].
However, the operation of such device relies on the gate snapping into con-
tact with the surface and thus large hysteresis is present in the transfer
characteristic due to the large change in gate voltage needed to release the
gate electrode. In our device design, the CNT gate should not snap into
contact with the surface but instead stay suspended during operation. As in
a device with a non-suspended gate, a fixed negative voltage applied to the
back gate is used to electrostatically dope the semiconducting CNT with
holes. Likewise, the suspended CNT gate is used to induce a local potential
barrier, but in addition the mechanical motion of the CNT gate is exploited
to obtain a small inverse subthreshold slope. If the voltage difference VCNTG

between the suspended CNT gate and the semiconducting CNT is changed
by ∆VCNTG there will be an additional attractive electrostatic force

Felec =
1

2
C ′

CNTG∆V 2
CNTG + C ′

CNTGVCNTG∆VCNTG (5.11)

where C ′
CNTG = dCCNTG/dz is the gradient of the capacitance with respect

to the distance between the the two CNTs. The electrostatic force causes
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the gate CNT to bend down which changes the capacitance between the
CNTs by ∆CCNTG resulting in a change of the charge on the semiconducting
CNT

∆Q = ∆(CCNTGVCNTG) = CCNTG∆VCNTG + ∆CCNTGVCNTG (5.12)

where the first term on the right hand side corresponds to the charge in-
duced by the electrostatic gating effect and the second term the charge
induced by the mechanical motion [11]. Since the conductance of the semi-
conducting CNT depends on the induced charge, the mechanical motion
results in a more rapid change in current with respect to gate voltage com-
pared to a device with a static gate [67].

Numerical simulations of a device with a suspended CNT gate where it is
either kept at a fixed distance from the semiconducting CNT or allowed
to move asserts that a device with a moving CNT gate has a significantly
improved transfer characteristic compared to one with a static gate (fig-
ure 5.8b). The simulations show that for a device with 30 nm distance

Figure 5.8: a) Schematic of CNTFET with a suspended CNT gate. b)
Schematic transfer characteristics with 20 nm, 30 nm and variable spacing be-
tween the gate and semiconducting CNTs.

between the CNTs and a length of the gate CNT of 2 µm , the inverse
subthreshold slope is only 32 mV/dec which is half of the thermal limit for
a device with a non-suspended gate [144]. Not only has the device good
transistor characteristics but the semiconducting bottom CNT can also be
used to detect the deflection of the CNT with a maximum sensitivity of
∂Id/∂z = 1.7 µA /nm, a feature which can be used for sensitive displace-
ment sensing [145].

The small device dimensions proposed in the theoretical model in [144] are
however challenging to realise experimentally. The device fabrication faces
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difficulties such as poor control of the distance between the CNTs due to
uncontrolled amount of slack in the gate CNT making it difficult to repro-
ducibly fabricate devices with a small gap. Devices with suspended CNTs
have previously been fabricated by clamping the CNTs with electrodes and
subsequently removing the underlying SiO2 through wet etching, however
this requires large trench depths and critical point drying to avoid that the
CNTs fall down and stick to the substrate during processing [146]. It is
also challenging to use this method for devices with crossed CNTs since the
etching has to be precisely controlled to avoid shifting the position of the
lower CNT. Instead, a two step growth method similar to the one used for
devices with non-suspended CNT gates has been used. The CNTs from the
first CVD step are located and Ti/Mo side electrodes and source and drain
contacts are patterned. New catalyst is patterned on the edges of the side
electrodes and a second CVD step is used to grow the gate CNTs. Many of
the devices have suspended CNTs between the side electrodes but usually
there are also non-suspended CNTs that short circuit the side electrodes to
the lower CNT (figure 5.9). Since only some of the CNTs grown in the sec-
ond step are suspended, the yield of good devices is low and improvements
are needed in the design and fabrication methods of the devices.

Figure 5.9: SEM image of a CNTFET with a suspended CNT gate. In addition
to a gate CNT suspended between the side electrodes, there are also CNTs on the
substrate that short circuits the channel and gate CNTs.

61



5. Carbon nanotube gated carbon nanotube transistors

5.6 Conclusions

The CNT gated CNTFET device presented in this chapter should be viewed
as a proof-of-principle that CNTs can function both as channels and gate
electrodes taking benefit of the excellent electrical properties of both semi-
conducting and metallic CNTs. The fabrication method using two CVD
steps allows for the fabrication of all-CNT based FETs with gate delay
times competitive with Si MOSFETs and that show promise of improved
performance with decreased dielectric thickness. Since the effective mass
of the charge carriers is low in CNTs, and the gradient of the potential is
large in the region between the segments doped by the back gate and the
CNT gate, carriers can tunnel between the bands if the maximum of the
valence band in the contact regions has a higher energy than the minimum
of the conduction band in the CNT gated region in a p-i-p doped device.
Such band-to-band tunneling can be exploited to produce devices with an
inverse subthreshold slope lower than the thermionic limit but for devices
with small band gap CNTs it sets an upper limit on the lowest off state
current that can be achieved [147].

In spite of the good DC performance there are still many improvements that
have to be done to make these devices competitive for high frequency logic
computation. The high frequency performance of the CNT gated CNTFETs
is limited by the parasitic capacitances to the back gate which should ideally
be replaced by local gates or chemical doping of the semiconducting CNT.
Even though it is possible to optimise the device design for high frequency
applications, the need for higher reproducibility during fabrication still has
to be solved. The methods used give a yield which is inadequate for large
scale integration due to the lack of control of the positions of the CNTs
and the devices also display differences in performance intolerable for many
applications. There is also no selectivity in the growth resulting in a mixture
of metallic and semiconducting CNTs which contributes to the poor yield.
Since the second growth step is performed without an applied electric field
there is no directional control but the introduction of different positioning
techniques that can be used for both the channel and the gate CNTs, such
as alignment by crystallographic steps [148] or by the direction of the gas
flow during CVD [149], should hopefully increase the yield and therefore
enable large scale production of CNT gated CNTFETs.
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Chapter 6
Schottky barriers in CNT-metal
contacts

In contrast to conventional Si MOSFETs that use source and drain contacts
that are oppositely doped compared to the channel, CNTFETs usually
have metal contacts. For most contacts between a metal and a CNT, a
Schottky barrier (SB) forms at the junction. For transistor applications, a
low SB for either holes or electrons is preferable since that not only reduces
the contact resistance but also results in a good on/off ratio and a small
inverse subthreshold slope. In contrast, in Schottky diodes suitable for high
frequency applications such as detectors, mixers, and frequency multipliers
a large SB at one contact and a negligible SB at the other is required for
good current rectification [8, 150]. Therefore, to properly design different
CNT devices it is important to gain an understanding of how SBs in CNT-
metal contacts are formed and what factors influence their heights.

In this chapter, an introduction to the formation and transport physics of
SBs is given with emphasis on CNT-metal contacts. A more in depth discus-
sion of the physics of metal-semiconductor contacts can be found in [151]
and in [152]. The results from a study of the impact of CNT diameter
on the SB height in Pd-CNT contacts presented in paper VI are also dis-
cussed. Further, preliminary results from measurements of SB heights in
devices that have different metals as contacts to CNTs are presented.
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6. Schottky barriers in CNT-metal contacts

6.1 Schottky barrier formation

If a metal and a semiconductor are joined and the Fermi level in the semi-
conductor is higher in energy than that in the metal, electrons move from
the semiconductor into the metal leaving a positive background of ionised
atoms. Electrons continue to be transported across the interface until the
Fermi levels of the two systems have equilibrated (figure 6.1). A SB for
holes (electrons) arises due to the mismatch between the Fermi level of the
metal and the valence (conduction) band of the semiconductor. Accord-
ing to the first theoretical descriptions of metal-semiconductor contacts by
Schottky [153] and Mott [154], the SB height for electrons is

ΦSBe = φm − χ (6.1)

where φm is the work function of the metal which is the energy needed to
remove an electron from the Fermi level into vacuum and χ the electron
affinity of the semiconductor which is the energy needed to remove an elec-
tron from the bottom of the conduction band. Consequently, the barrier
height for holes is given by ΦSBh = χ + Eg − φm = Is − Φm where Eg is
the band gap and Is the ionisation potential of the semiconductor which
corresponds to the energy difference between the top of the valence band
and vacuum.

However, it has been observed that for many semiconductors, the SB height
is almost independent on what metal is chosen for the contact. Thus, the
SB height do not follow the simple relation in eq. 6.1 but instead have
a much weaker dependence on the metal work function, a phenomenon
known as Fermi level pinning. This weak dependence has been attributed
to interface states with energies within the band gap of the semiconductor
that are present in close vicinity of the metal (figure 6.1c). It is possible to
define a charge neutrality level Φ0 for the interface states measured from
the top of the valence band. States lower in energy than Φ0 are of donor
type and positively charged when empty and states higher in energy than
Φ0 are of acceptor type and negatively charged when full. This means that
if the Fermi level of the semiconductor coincides with Φ0, there is no charge
trapped in the interface states but if it is above or below Φ0 the surface has
a negative or positive charge Qss respectively. This charge, together with
any space charge in the depletion layer, is balanced by an equal amount
of charge of opposite sign on the metal surface which results in a dipole
over a distance δ of atomic dimensions. The potential drop over this dipole
modifies the SB height from the Shottky-Mott relation in eq. 6.1. Therefore
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in the presence of interface states, the SB height for electrons can instead
be described by

ΦSBe = γ(Φm − χ) + (1− γ)(Eg − Φ0) (6.2)

where

γ =
1

1 + qDitδ
εi

(6.3)

where εi is the permittivity of the interface and Dit the density of interface
states [155]. If Dit is large, γ → 0 which means that the SB height ap-
proaches ΦSBe = Eg −Φ0 and is determined entirely by the interface states
and is completely independent of metal work function while in the absence
of interface states, γ → 1 and the Schottky–Mott limit described by eq. 6.1
is obtained. The variation of the SB height as a function of the metal work
function for different metal contacts on a certain semiconductor gives a
measure of the strength of the Fermi level pinning and can in principle be
used to estimate Dit.

There are several different theories that attribute the occurrence of inter-
face states to different mechanisms. The metal induced gap states (MIGS)
theory states that the wavefunctions of the electrons in the metal have tails
extending a few Å into the surface of the semiconductor that give rise to
interface states in the band gap [156]. Another theory attributes the inter-
face states to the creation of defects in the semiconductor as the metal is
deposited on the surface [157]. More recently, the chemical bond polarisa-
tion theory was developed to explain the discrepancy of measured SBs in
metal-semiconductor contacts that have different crystallographic structure
but the same materials [158]. According to this theory, the most signifi-
cant effect that gives rise to the dipole that alters the SB height from the
Schottky-Mott limit is the charge rearrangement that occurs when bonds
are formed and not interface states. The chemical bond polarisation theory
gives a similar description of the SB height as eq. 6.2 but where γ depends
on the density of bonds instead of the density of interface states.

Due to Fermi level pinning, it is difficult to predict the behaviour of a cer-
tain metal-semiconductor combination from the properties of the separate
materials, something which is desirable for many applications. Successful
attempts to control the SB include passivation of the semiconductor sur-
face by different elements to remove dangling bonds prior to metal deposi-
tion [160], introducing polar molecules at the interface [161] and putting a
high concentration of dopants close to the interface which does not alter the
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6. Schottky barriers in CNT-metal contacts

Figure 6.1: a) Energy band diagram before contact is made between a metal and
a n-type semiconductor. b) When contact is made, the Fermi levels equilibrate
and a SB arise. The image depicts a case without interface states. c) Energy
band diagram of a contact between a metal and a n-type semiconductor with
interface states in the band gap at the semiconductor surface. The charge Qss in
the interface states create a dipole over a distance δ that lowers the barrier height
by ∆0. The notations used are defined in the main text. Adapted from [159].

height but makes the SB thin enough to result in a significant tunneling cur-
rent [162]. It should also be noted that the tabulated values of metal work
functions and electron affinities of semiconductors correspond to free sur-
faces and thus can not reliably be used in eq. 6.2. In a metal-semiconductor
contact both of these are altered from the values corresponding to a free
surface due to relaxation and reconstruction of bonds. The metal work
function is also sensitive to the surface structure with differences of 100s of
meV for different crystal orientations [163].

6.2 Theoretical modeling of CNT-metal

contacts

The SBs between CNTs and different metals have been studied theoretically
both by electrostatic modeling and by density functional theory (DFT) that
calculates the charge density distribution on a microscopic scale. Some of
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these studies, which often have contradicting conclusions, are reviewed in
this chapter.

Léonard et al. [164] have considered a side contacted CNT and studied
whether interface states affect the SB height by adding a sheet of charge
around a CNT. As the density of the charge is increased, the SB height is
shifted from its unperturbed initial value, however due to the competition
with the large charge density in the van Hove singularities at the band edges
in the CNT the added charge density has to be 100 times larger than in a
bulk contact to induce any pinning (figure 6.2a).

In contrast to the side-bonded contacts described above, in an end-bonded
geometry the metal is only connected to the tip of a CNT. For such geometry
it has been predicted that the influence of pinning is much lower than
for a planar contact between two bulk materials [165]. In contrast to a
planar junction, where a dipole sheet created by interface states shifts the
energies of the bands relative to the metal Fermi level very deep into in
the semiconductor, the dipole in an end-bonded geometry is localised and
thus its potential decays rapidly within the semiconductor (figure 6.2b).
Therefore, the interface states shift the bands within a depth of only a few
nanometers from the junction creating a thin tunneling barrier while the
energies of the bands deeper into the CNT are the same as for a contact
without interface states.

In contrast to most bulk metal-semiconductor junctions, these two studies
predict that the SB height should be fully controlled by the metal work
function in a CNT-metal contact and its height given by the Schottky-Mott
relation in eq. 6.1 (figure 6.3b). Since the band gap of a CNT Eg ∝ 1/d
the SB heights for both holes and electrons are expected to be inversely
proportional to the diameter (figure 6.3a).

However, the proportionality constants between CNT diameter and band
gap reported in the literature vary between 0.71 and 0.93 eV · nm [42, 164,
168] while experimentally measured work functions of CNTs vary between
4.8 and 5.05 eV [169–171]. This means that for a Pd contact to a CNT
with a diameter of 1 nm, the SB height for holes is be predicted to be in the
range 35-406 meV depending on what values are chosen from the literature.
It has also been theoretically predicted that not only the diameter but the
exact chirality has a large impact on both work functions and band gaps,
and therefore also the Schottky barriers, of CNTs with diameter smaller
than 0.8 nm [172]. Thus, even if CNT-metal contacts are not influenced by
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Figure 6.2: Results from three different theoretical studies of CNT-metal con-
tacts. a) SB height as a function of the density of interface states for CNTs
with different diameters in a side-bonded configuration. The dashed lines indi-
cate the onset of pinning. The pinned height of the SB is ∆pin = Eg/2. Adapted
from [164]. b) Conduction band minimum as a function of distance from an
end bonded CNT-metal junction at different density of interface states. The in-
set shows the corresponding result for a planar junction. Adapted from [165].
c) Contour plot of the electrostatic potential for a (8,0) CNT embedded in Pd
atoms calculated using density functional theory. The main image shows the
cross section indicated by the red line in the inset. The overlapping potentials
between four Pd atoms and neighbouring carbon atoms illustrate the absence of
a potential barrier. Adapted from [166].

.

interface states, it is difficult to design a device with a predetermined SB
height.

In contrast to the electrostatic simulations discussed previously, DFT calcu-
lations on CNT-metal contacts only consider small diameter CNTs and the
metals are limited to a few atomic planes due to the large computational
resources required (figure 6.2c). Some results obtained by DFT calculations
suggest that the DOS of a CNT becomes severely distorted when contacted
by Ti or Pd and its band gap filled with interface states [166, 173]. This
implies that any SB present would be between a metallic like and semicon-
ducting part of the same CNT instead of between the metal contact and
the CNT. According to [174], a ring of Pd atoms surrounding a CNT give a
SB height of 0.4 eV for holes between a metal covered and an exposed part
of a (8,0) CNT. A variable amount of such ”metal-poisoning” has also been
taken into account in models that have been used to calculate the transfer
characteristics of CNTFETs [68, 167].

A few different contact metals have been studied using DFT and it has been
found that Al and Au form fewer bonds to CNTs compared to Pd [175, 176].
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Figure 6.3: Schematic band diagrams of the contacts between metals and p-doped
CNTs in the absence of Fermi level pinning. The arrows indicate the distance
between the Fermi level of the metal and the top of the valence band in the CNT
at the interface which corresponds to the SB height for holes. To simplify, the
same distance is used between the top of the valence band and the Fermi level
for all CNTs. a) Contacts to CNTs with large (solid line), intermediate (dashed
line) and small (dotted line) diameters. The CNT with the largest diameter has
the smallest band gap and thus the lowest SB. b) Contacts using metals with
high (solid line), intermediate (dotted line) and low (dashed line) work functions.
The metal with the highest work function gives the lowest SB for holes. Adapted
from [167].

A comparison between Au and Pd which have similar work functions illus-
trate that Pd forms a more transparent contact than Au due to the strong
electronic coupling to the CNT [175]. In addition, the crystallographic
structure of the metal surface is of importance with up to 0.2 eV difference
in SB height between different orientations [177]. The contact geometry
is also important and it has been concluded that a junction where Al is
bonded to the end of a CNT has a considerably higher SB compared to a
side bonded configuration [176].

The SB heights between CNTs and Pd, Al and Sc contacts have also been
calculated using chemical bond polarisation theory [178]. The calculation
shows that due to the different electronegativity of carbon and the contact
metals there is a charge redistribution in the bonds and a dipole induced
at the contact which alters the SB from the ideal Schottky-Mott limit.

In contrast to the results from electrostatic modeling [164, 165] most DFT
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calculations indicate that the microscopic properties such as crystal ori-
entation, bond configuration, presence of interface states in the band gap
and bond polarisation have a large impact on the SB heights for CNT-metal
contacts. However, it is very difficult to experimentally study or control the
contact on a microscopic level since the evaporated metals consist of grains
with a variety of crystal orientations and there can also be oxide layers or
contaminations from for example resist residues present at the CNT-metal
interface.

6.3 Current transport in Schottky barriers

The main transport mechanisms in a metal-semiconductor contact are therm-
ionic emission over the SB, tunneling through the SB and recombination and
generation in the space-charge region and in the neutral region (figure 6.4a).
Thermionic emission can occur when an electron has sufficient energy to
pass over the SB resulting in a current consisting of only the highest energy
electrons from the metal or the semiconductor. However, electrons moving
from the semiconductor into the metal have to pass through the depletion
layer before they transverse the SB. If the mean free path of electrons is
small, the transport through the depletion layer can be considered to be
in series with the thermionic emission process. However, most semiconduc-
tors have a mobility which is high enough so that thermionic emission is
the main current limitation and drift-diffusion within the depletion layer
can be ignored [151].

If thermionic emission is the only transport mechanism in a SB, the elec-
tron current from the semiconductor to the metal increases exponentially
with voltage at a forward bias but saturates at reverse bias since the barrier
for thermionic emission from the metal to the semiconductor is unchanged.
However, additional current contributions from tunneling and barrier lower-
ing effects are usually also present. Classically, electrons can only pass over
a SB but quantum mechanical tunneling allow also electrons with lower en-
ergies to pass through SB. A significant amount of tunneling is only possible
if a SB is sufficiently thin since the tunneling probability is quickly reduced
with increasing barrier thickness. The barrier thickness can be reduced by
increasing the electric field close to the interface by e.g. increasing the dop-
ing of the semiconductor. The tunneling current is also larger in a reversed
biased compared to a forward biased SB due to the thinner barrier and has
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Figure 6.4: a) Transport in a metal contact to a n-type semiconductor at a
forward bias V . 1) Thermionic emission over the SB. 2) Tunneling through the
SB. 3) Recombination in the depletion region. 4) Recombination in the neutral
region. b) IV characteristic of a metal-semiconductor contact obtained using the
ideal diode equation (eq. 6.4) with different ideality factors.

a weaker temperature dependence compared to thermionic emission which
means that it dominates transport at low temperatures [179].

In contrast to bulk semiconductors, high doping levels are not needed in
CNTFETs to achieve a considerable amount of tunneling. This is due to the
small diameters of the CNTs that give electrostatics that lead to focusing
of the electric field from the gate at the contacts [59]. For thin gate oxides
and electrodes, the strong field at the contacts makes the SBs thin enough
to allow significant tunneling compared to thicker oxides.

In addition to tunneling there are mainly two mechanisms that can in-
crease the current through a SB as the reverse voltage across a junction is
increased. The SB height can be modified by image force lowering which
is due to than an electron passing the barrier into the semiconductor leave
a positive mirror charge in the metal. The electrostatic attraction between
the electron and its mirror image cause the barrier to be lowered. The
image force barrier lowering is proportional to V 1/4 where V is the reverse
voltage applied to the semiconductor. In addition to image force lowering
the SB height can also be modified by a potential drop over any interfacial
layer present at the junction. This gives rise to a SB lowering proportional
to V 1/2.

The electron current due to thermionic emission in a SB between two bulk
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materials is given by the ideal diode equation

I =

Isat︷ ︸︸ ︷
AA∗T 2e

− qΦSBe
kBT e

qV
nkBT

(
1− e

− qV
kBT

)
(6.4)

where A is the contact area, A∗ = 4πm∗qk2
B/h3 the effective Richardson’s

constant where m∗ is the effective mass, V the voltage applied to the semi-
conductor, T the temperature, n the ideality factor and Isat the satura-
tion current [151]. A generalisation of eq. 6.4 for N -dimensional materials
gives a temperature dependence of T (N+1)/2 and a Richardson’s constant
of A∗ = 2(N+1)/2π(N−1)/2m∗(N−1)/2qk

(N+1)/2
B h−N due to the different DOS

in different dimensions [180]. The ideality factor n = (1 − ∂ΦSBe/∂V )−1

which describes the dependence of the barrier height on the applied voltage
includes barrier lowering effects such as image force lowering, and voltage
drops over interfacial layers as well as tunneling. In the ideal case with
n = 1 there are no mechanisms that lowers the barrier and the current sat-
urates at Isat for a reverse bias larger than a few times kBT since the reverse
thermionic emission current injected into the metal from the semiconduc-
tor (first term in the parenthesis in eq. 6.4) vanishes. However, if n > 1
the current in the reverse direction increases exponentially with bias while
the current for a forward bias is lowered compared to the ideal case (fig-
ure 6.4b). If n > 1.2 the current is not dominated by thermionic emission
and eq. 6.4 can not be used reliably.

For bulk metal-semiconductor contacts there are several methods to mea-
sure the SB height. If transport is dominated by thermionic emission and
the contact area and the effective Richardson’s constant are known, an es-
timate of an effective SB height at zero bias can be obtained directly from
the IV characteristic by extrapolating a plot of ln(I/(1 − e−qV/kBT )) as a
function of applied voltage to V = 0 V. However the electrically active area
is difficult to estimate since it may differ considerably from the geometrical
area of the contact due to e.g. diffusion between the materials.

Since the saturation current in eq. 6.4 can be rewritten as

log

(
Isat

T 2

)
= log(AA∗)− qΦSBe

kBT
, (6.5)

measuring the IV characteristic for different temperatures and plotting
log(Isat/T

2) as a function of 1/T in an Arrhenius plot gives a slope of
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−qΦSBe/kB and an intersection with the y-axis equal to log(AA∗). This ac-
tivation energy method is beneficial since it alleviates the need of knowing
the effective Richardson’s constant and the area to extract the SB height.

SB heights can also be extracted from CV measurements since the deple-
tion region in a SB is acting as a parallel-plate capacitor with a decrease in
capacitance with increasing reverse bias due to the increase of the depletion
width. However, the CV method can not be used for small barriers due to
the large current at reverse bias and is difficult to implement for measure-
ments of SBs in CNT-metal contacts due to the small capacitances between
the CNTs and the electrodes. Another method to measure SB heights is
to exploit the photoelectric effect by measuring the photon energy needed
to generate a current through metal-semiconductor contacts as they are
illuminated.

6.4 Experimental studies of CNT-metal

contacts

For CNTFETs, a low SB height for either holes or electrons is preferable
depending on if a p or n-type device is desired. A low SB enables a high
on current and a low off current which is crucial for logic applications. In
addition, for a CNTFET with non-zero SB heights and a thin gate dielectric,
an inverse subthreshold slope close to the thermal limit of 60 mV/dec can
not be achieved since it is tunneling and not thermionic emission that limits
the current [60]. It has been shown that Pd contacts to CNTs with diameter
larger than 1.6 nm give ohmic p-type characteristics with high on-currents
which has been attributed to the high work function of Pd [51]. After
the devices were exposed to hydrogen, the on-current decreased and the
transfer characteristic became more ambipolar due to lowering of the Pd
work function. However, the metal work function is not the sole factor that
determines the on-state current but the adhesion between the CNT and the
metal is also important since a tunneling barrier that limits the current may
form in series with a SB [181]. Au and Pt which have work functions similar
to Pd give lower on-currents which have been attributed to weaker adhesion
to the CNTs [182, 183]. Nosho et al. used Pd, Ti, Mg and Ca to contact
CNTs and observed an increase in the on-state current of the hole branch of
the transfer characteristic with increasing metal work function [184]. Most
low work function metals oxidise easily and it is therefore difficult to obtain
n-type CNTFETs that have stable electrical properties in air. The best
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n-type CNTFETs fabricated without doping use Sc or Y as contact metals
resulting in stable devices with high electron on-currents [61, 185].

For CNT-metal contacts it is not possible to extract the SB height directly
from the IV characteristic since neither the contact area nor the Richard-
son’s constant are known. Since the capacitance between the metal contact
and the CNT is only 10s of aF it is challenging to directly use the CV
method to extract the SB height. However, by combining measurements
using a sensitive capacitance bridge with numerical calculations Tseng et al.
obtained SB heights for CNTs contacted by Ti, Nb and Cr and concluded
that the Fermi level is not pinned by interface states [186].

Another strategy which has previously been used is to measure the on-state
currents of CNTFETs and use numerical simulations to relate them to a
certain SB height [167]. The results suggest that the SB height is inversely
proportional to the CNT diameter. However, it should be noted that in this
study the diameters were not measured on the electrically characterised
CNTFETs but instead derived from a statistical treatment of data from
TEM images of the original CNT material. The authors also concluded
that the SB heights are reduced with increasing metal work function for
Pd, Ti and Al contacts but do not correspond to the values expected using
the clean metal work functions.

The two methods described above require additional theoretical simulations
to extract SB heights but except for such ”indirect” measurements of SB
heights there have previously only been measurements on single CNT de-
vices. Appenzeller et al. used the activation energy method described in
the previous section to extract the SB for a Ti contacted CNT [187]. The
authors measured the transfer characteristic at five temperatures, and ex-
tracted an activation energy at different gate voltages from the slopes of
the data plotted in Arrhenius plots. The activation energy was plotted as a
function of gate voltage and the SB height extracted from the point when
the slope of this curve was equal to one since this corresponds to flat band
conditions at one of the contacts i.e. thermionic emission should dominate
over tunneling. The authors also conclude that for thick gate dielectrics
and large diameter CNTs, tunneling is negligible and the thermionic emis-
sion limit should be reached for all negative gate voltages. The authors
find a SB height which is close to half the band gap of the CNT. However,
the transfer characteristic of their device is p-type without any n-branch
indicating that the SB height for holes is considerably lower than that for
electrons. Any tunneling or thermionic emission of electrons at high gate
voltages are also disregarded in their analysis.
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A similar measurement approach was used by Chen et al. who studied a
Cr contacted CNT [64]. After passing a high current through the CNT in
vacuum, the device showed an ambipolar transfer characteristic. The trans-
fer characteristic was measured at different temperatures and the resulting
activation energy as a function of gate voltage showed a maximum corre-
sponding to the SB height. It was concluded that the barrier is half the
band gap which is expected using the Schottky-Mott theory for a Cr-CNT
contact. The main difference in the procedure compared to the method used
by Appenzeller et al. [187] is the position in the activation energy vs gate
voltage plot where the SB height is extracted. The authors in [64] argue
that for the thick gate dielectric used in their device, tunneling through the
SBs should be negligible at small gate voltages and transport dominated
by thermionic emission. However, if tunneling is negligible it is possible
that the measured barrier is not only the SB height but has an additional
barrier induced by the gate voltage due to the bending of the bands in the
bulk of the CNT. According to Nosho et al. who used Ca as contact metal
to create n-type CNTFETs, the activation energy extracted from tempera-
ture dependent measurements approaches the true SB height for decreasing
gate voltage. However, for their unipolar device where only a n-branch
is observable, the activation energy for large negative gate voltages would
correspond to the SB height plus an additional gate induced barrier [188].

The depletion regions in CNT-metal contacts have been imaged using pho-
tocurrent and photovoltage measurements [189] as well as by scanned gate
microscopy [190]. In the scanned gate microscopy experiments it was ob-
served that a biased AFM tip scanned over a CNTFET has a stronger
gating effect when the tip is in the vicinity of one of the contacts implying
that a barrier is present there. The results from photovoltage measurements
used to image the depletion region by irradiating the CNT-metal contact
with a laser illustrates that the depletion width can extend up to 1.5 µm
from the edge of the contact into the CNT at a gate voltage corresponding
to the off-state of the device and decrease below 400 nm in the on-state.
Even though a quantitative value of the SB height could not be deduced
from this experiment but it was clear that the hole barrier is considerably
higher than the electron barrier in a Pd contacted device. Interestingly, the
photovoltage measurements show that the depletion width is not limited to
the diameter of the CNT as is assumed in the theoretical description that
predicts no effect of Fermi level pinning for side bonded CNTs [164] but
instead can extend into the part of the CNT not covered by the contacts.
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6.5 Schottky barrier height for CNTs with

different diameter

To obtain a low SB height in a CNTFET, a large diameter CNT which has
a small band gap is beneficial. However, a small band gap gives low barriers
for both holes and electrons resulting in large off state leakage currents and
a thus a poor on/off ratio. In contrast, a small diameter CNT gives a
high on/off ratio but the higher SB reduce the on state current. Therefore,
there is an optimum diameter where the SB height is low but the band
gap is large enough to prevent large leakage currents in the off-state. This
optimum diameter can be determined by measuring the SB height as a
function of diameter for a number of devices. In this section the results
presented in paper VI are summarised and discussed. For a more detailed
description of the experiments and their results the reader is referred to the
paper.

To study the dependence of the SB height on CNT diameter, Pd was chosen
as the contact material due to its ability to form stable contacts to semicon-
ducting CNTs. A detailed description of the fabrication of CNTFETs with
Pd contacts can be found in appendix A. The transfer characteristics of the
devices were measured in vacuum at different temperatures with the source
contact grounded and a small bias of Vd = 100 mV applied to the drain
(figure 6.5). The devices are equivalent to two Schottky diodes connected
back-to-back, with the source forward biased and the drain reversed biased
with respect to holes, with a series resistance corresponding to scattering
in the bulk of the CNT in between (lower inset in figure 6.5a).

For large band gap semiconducting CNTs the off-state current increases
exponentially with temperature while the on-state current at large nega-
tive gate voltages decreases (figure 6.5a). In the off-state, the SB at the
drain contact is too wide to allow for considerable tunneling and the main
resistance of the device is due to thermionic emission over it. However,
at large negative gate voltages the barrier width is decreased considerably
and tunneling dominates the transport reducing the contact resistance. The
transport at these gate voltages is limited by the bulk resistance of the CNT
instead of the contact resistance which means that the current has an op-
posite temperature dependence compared to the off state due to increased
scattering at higher temperatures. The bulk resistance dominates the char-
acteristic in CNTFETs with long CNTs [191] or low SBs [51]. The current
through a small band gap CNT that displays an ambipolar characteristic
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Figure 6.5: Transfer characteristics of Pd contacted CNTs at different tem-
peratures with Vd = 100 mV. a) Semiconducting CNT. The upper insets show
schematic band diagrams at three different gate voltages. The lower inset shows
the equivalent circuit of the CNTFET. b) Small band gap semiconducting CNT.
The inset displays Id at Vg = −18 V for different temperatures in an Arrhenius
plot.

and a poor on/off ratio has a temperature dependence which is dominated
by scattering in the bulk of the CNT at all gate voltages due to the low SBs
(figure 6.5b). Therefore, if the series resistance dominates transport it is
not possible to reliably extract any SB height from the measurements. This
implies that the SB height can only be extracted at some gate voltages and
the CNTs should be short to avoid that bulk scattering dominates.

If the series resistance is disregarded and image force lowering is the only
barrier lowering mechanism, the net thermionic emission current through a
metal-CNT-metal structure with contacts with equal work functions and a
positive voltage Vd applied to the drain is

ITE = Ise + Idh − Ish − Ide (6.6)

where
Ise = AsA

∗
eTe−q(ΦSBe−∆ΦSBe)/kBT (6.7)

is the electron current from the source,

Idh = AdA
∗
hTe−q(ΦSBh−∆ΦSBh)/kBT (6.8)

the hole current from the drain,

Ish = AsA
∗
hTe−q(ΦSBh−∆ΦSBh+Vd)/kBT (6.9)
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the hole current from the source and

Ide = AdA
∗
eTe−q(ΦSBe−∆ΦSBe+Vd)/kBT (6.10)

the electron current from the drain, As (Ad) the source (drain) contact area,
A∗

e (A∗
h) the effective Richardson’s constant for electrons (holes) and ∆ΦSBe

(∆ΦSBh) the image force lowering for electrons (holes) (figure 6.6) [192].
That the current in the hole branch at negative gate voltages is much higher
than that in the electron branch at positive gate voltages indicate that the
barrier for holes (ΦSBh) is smaller than that for electrons (ΦSBe). Due to
the exponential dependence of the thermionic emission current on barrier
height, a device with a difference in barrier heights of only ΦSBe − ΦSBh =
50 mV at a bias of Vd = 100 mV gives a ratio between forward and reverse
hole currents of Idh/Ish = 7 and between forward hole and electron currents
of Idh/Ise = 55 at room temperature for equal source and drain contact
areas and hole and electron Richardson’s constants. Thus, the hole barrier
at the drain dominates transport and the electron currents and the reverse
hole current can be disregarded in eq. 6.6 and the net thermionic emission
current simplified to

ITE ≈ Idh = AdA
∗
hTe−q(ΦSBh−∆ΦSBh)/kBT . (6.11)

Figure 6.6: Schematic band diagram of a CNT contacted by two identical metal
electrodes at a positive bias of Vd applied to the drain. The SB for electrons
(ΦSBe) is higher than that for holes (ΦSBh). Ise is the thermionic emission
current of electrons from the source, Ide the electron current from the drain, Ish

the hole current from the source and Idh the hole current from the drain.

To extract SB heights, the data from the transfer characteristics are plotted
in an Arrhenius plot from which activation energies are extracted at all
gate voltages by a linear fit to the highest temperatures (figure 6.7a). The
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activation energy plotted as a function of gate voltage shows a maximum of
Ea,max, which corresponds to the SB height for holes, at a gate gate voltage
of Vg,max with decreasing activation energy at high negative or positive
gate voltages indicative of increased tunneling or barrier lowering (inset in
figure 6.7a). To accurately estimate ΦSBh by Ea,max, any influence of barrier
lowering mechanisms should be small and there should be no additional
barrier induced by the gate voltage. The maximum activation energy does
not decrease considerably with increasing Vd up to a few hundred mV but
at higher biases it is reduced considerably (figure 6.7b). The lowering of the
activation energy at high Vd could be due to image force lowering, potential
drops over an interfacial layer or tunneling but the relative impact of each
or these mechanisms is difficult to elucidate. However, it can be concluded
that the small bias of Vd = 100 mV does not result in considerable barrier
lowering and ∆ΦSBh in eq. 6.11 is thus negligible.

Figure 6.7: a) Arrhenius plot of the data in figure 6.5a (symbols) at two dif-
ferent gate voltages and linear fits (solid lines). The two dashed lines display the
expected result for a theoretical thermionic emission current described by eq. 6.11
with an activation energy corresponding to the two different gate voltages used.
The theoretical lines have been offset vertically for clarity. The inset displays the
activation energy vs gate voltage with the two gate voltages used in the Arrhe-
nius plot indicated. The square symbol indicates the maximum activation energy
Ea,max at the gate voltage Vg,max. b) Activation energy as a function of V

1/2
d

extracted from IVd characteristics at a few different gate voltages. The gate volt-
ages can not be directly compared to those in the inset in a) due to threshold
voltage shifts.

Changing the gate voltage from that which gives the maximum activation
energy gives a lower slope in the Arrhenius plot (figure 6.7a). If the lower
slope is a result of only decreased thermionic emission there should be a ver-
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tical shift of the curves since the Richardson’s constants and contact areas
are unchanged. However, the intersection with the y-axis is not constant
which is expected if thermionic emission is the only mechanism contributing
to the current. Therefore we conclude that barrier lowering and/or tunnel-
ing occurs at gate voltages larger or smaller than Vg,max. This means that
Vg,max corresponds to the band bending situation close to that shown in
figure 6.6 where thermionic emission from the drain dominates and thus
Ea,max is a good estimate of the SB height.

The SB heights measured for several CNTs decrease with diameter (fig-
ure 6.8a). Measurements on CNTFETs with multiple contacts and CNT
segments of different lengths (400 nm to 10 µm ) give similar SB heights
indicating that scattering in the bulk of the CNTs can be disregarded and
that the diameter of the CNTs is the main factor determining the SB height.
Data points from Chen et al. [167] who calculated SB heights from the on
currents of CNTFETs and Léonard et al. who calculated SB height as a
function of CNT diameter using an analytical model of the electrostatics
considering the depletion width to be limited to the CNT diameter [164]
are also included in figure 6.8a. The solid line shows the expected hole SB
height for the Shottky-Mott limit without influence of interface states given
by

ΦSBh = φCNT − φm +
Eg

2
(6.12)

where φCNT = 5.0 eV is the CNT work function, Eg = 0.8/d eV the CNT
band gap and φm = 5.12 eV the Pd work function. All three results show
a decreasing SB height with increasing diameter, however there is a large
discrepancy in the SB heights. The SBs calculated by Léonard et al. are
lower than what we obtained, a result that can be explained by the large
difference in the work functions used in their calculations (φm − φCNT =
0.4 eV). The SBs measured by Chen et al. also show lower barriers and
in addition the SBs decrease faster with diameter than expected from the
Schottky-Mott description. A fit using eq. 6.12 to their data gives a work
function difference of 0.5 eV and a Eg = α/d relation with α = 0.6 eV · nm.
A major difference between the two experiments is that our devices were
measured in vacuum while those of Chen et al. were measured in air.
Figure 6.9 displays the transformation of the transfer characteristic as a Pd
contacted CNTFET is heated in vacuum. Initially, the device is p-type with
a negligible electron branch but when heated to 450 K the characteristic
becomes ambipolar which is preserved as it is cooled down. Exposure to N2
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at atmospheric pressure changes the characteristic to slightly more p-type
and as the environment is changed to air the characteristic reverts almost
fully to the initial p-type state. Since the shift of the threshold voltage
is negligible it can be concluded that the transformation is not an effect
of changed doping but that instead the work function of Pd decreases as
adsorbed water and oxygen molecules are removed during heating [62]. That
Pd has a lower work function compared to other experiments performed in
air is most likely the reason that the diameter needed to obtain a zero
SB is larger in our experiments than others [167, 181]. For our data, the
large uncertainty in the CNT diameters is because they were measured
using AFM and that the surface of the substrate was rough, probably due
to resist residues left after fabrication (figure 6.8c). Using TEM would
make the diameter determination much more accurate but combining it
with electrical measurements requires complex sample fabrication.

Figure 6.8: a) SB height for holes as a function of CNT diameter for Pd
contacted CNTs for our measurements, experimental data from Chen et al. [167]
and theoretical calculations from Léonard et al. [164]. Note that the data point
for the largest diameter CNT included in paper VI has been omitted since it
corresponds to a measurement on a bundle. b) AFM image of the largest diameter
CNT included in paper VI which shows a variation of the CNT height relative to
the surface, indicated by four horizontal lines, a strong indication that it actually
is a bundle of several CNTs. c) AFM image of a CNT with possible resist residues
on the surface.
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Figure 6.9: Transfer characteristics of a Pd contacted CNT with Vd = 100 mV
at different stages of heating in vacuum and after exposure to N2 and air.

However, since the uncertainties in the work functions of both CNTs and
Pd are large and the measurement of the diameter is inaccurate, it is hard
to determine whether dipole formation at the interface has any effect on the
SB heights i.e. if we have any Fermi level pinning in CNT-metal contacts.
However, the results clearly show that the SB decreases with increasing
CNT diameter, an effect which is attributed to the decrease in band gap.
In addition, the measurements indicate that a CNT diameter larger than
2 nm is needed to obtain a SB height close to zero for a Pd contacted CNT
in vacuum.
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6.6 Schottky barrier heights for different

metal contacts to CNTs

To investigate the effect of Fermi level pinning and at the same time alleviate
the problem of uncertainties in the measurements of the CNTs diameters
and their work functions, samples with contacts of different metals on the
same CNT have been fabricated (figure 6.10a). If each metal would be de-
posited on different CNTs, it would be difficult to separate the impact of any
variation in CNT diameter from that of the different metal work functions
on the SB height. If there is no effect of Fermi level pinning, the change
in SB height using different metals should be equal to the corresponding
difference in metal work functions (γ = 1 in eq. 6.2) but if interface states
have an impact, there should only be a small variation of the SB height
with work function (γ ≈ 0 in eq. 6.2). The results presented in this chapter
are preliminary and should be viewed with some caution since there are still
some unresolved issues that have to be clarified to draw definite conclusions
about the influence of Fermi level pinning in CNT-metal contacts.

The different metals that have been tested are Pd, Au, Cr, Ti, Al and
Sc since they cover a large span of work functions (3.5-5.12 eV) and have
good adhesion to the SiO2 substrates. Since the off state current of a single
CNT is usually low, source and drain electrodes with multiple interdigitated
fingers have been used. This corresponds to having several segments of
the same CNT connected in parallel which increases the current. Devices
with Al and Sc electrodes often exhibited unstable characteristics with a
high resistance initially which was lowered after a current of 10 µA was
passed through them. However, the low resistance state lasts a few hours
in vacuum but only a few minutes in air, an effect which could be due to
oxidation of the metal. Due to this unstable behaviour, it was difficult to
perform temperature dependent measurements to obtain reliable values of
the SB heights for Al and Sc contacted CNTs. The transfer characteristics
measured for Pd, Ti and Cr electrodes on the same CNT (figure 6.10b)
show that the current in the p-branch increases while the n-branch and the
off state decrease with increasing work function. This change implies that
the Fermi level of the metal moves closer to the top of the valence band as
the work function is increased and thus holes are more easily injected into
the CNT (figure 6.3b). The higher off state current for low work function
metals is because both holes and electrons can easily be injected into the
CNTs using contacts with metal work functions that give a Fermi level close
to the middle of the band gap. If different metals are used as source and
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drain electrodes, a device acts as a Schottky diode with a large difference in
current between forward and reverse biases due to the dissimilar SB heights
(inset in figure 6.10b).

Figure 6.10: a) AFM image of interdigitated electrodes of five different metals
on a CNT. b) Transfer characteristic in vacuum using Pd, Ti or Cr electrodes
(work functions in parentheses) on the same CNT. The inset shows the IVd

characteristic using one Pd and one Ti contact on another CNT.

To avoid the hysteresis and threshold voltage shifts that are commonly
observed when measuring transfer characteristics at different temperatures,
the output characteristic was measured with the back gate at a floating
potential (figure 6.11a). Since the contacts act as two Schottky diodes
connected back-to-back where the resistance of the forward biased diode
can be neglected, the current at both polarities can be described by eq. 6.4
with a negative Vd. The ideality factor, extracted from the slope of a linear
fit to log(Id/(1 − exp(−qVd/kBT )) vs Vd, is n=1.1 and varies only a little
within the temperature range used (figure 6.11b). Such a low ideality factor
implies that thermionic emission dominates the transport and justifies that
eq. 6.4 is used to describe the data. Activation energies are extracted from
Arrhenius plots of the data (figure 6.11c) and plotted as a function of V

1/2
d

(figure 6.11d). A linear fit is used to extract the intersection at Vd = 0 V
which corresponds to an effective SB height at zero bias. The actual SB
height could be slightly higher due to barrier lowering caused by any built
in voltage. The V

1/2
d dependence indicates that the barrier lowering is due

to the potential drop over an interfacial layer at the contact [151].

The SB heights for different metal contacts on a CNT are all within 100-
300 meV but reveal no clear trend as a function of metal work function
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Figure 6.11: a) IVd characteristics of a Ti contacted CNT at 200-425 K (25 K
increments) without voltage applied to the gate. b) Plot of the data in a) (cir-
cles) with linear fits (lines) for the extraction of the ideality factor at different
temperatures. c) Arrhenius plot of the data in a) for Vd =0 to -0.5 V (0.1 V
steps). d) Activation energy as a function of V

1/2
d . An effective Schottky barrier

is extracted at the intersection of a linear fit with the y-axis.

(figure 6.12a). For a device with four different metals, the SB height ex-
tracted for the Au contact is higher than those for the Ti and Cr contacts
which have lower work functions. The data indicate however that the SB
heights do not have a one-to-one correspondence with the metal work func-
tion which implies that interface states or chemical bond polarisation could
influence the SBs. This result agrees well with Perello et al. who also used
temperature dependent IVd measurements and extracted equal SB heights
for Cr, Mo and Ni contacts on a single CNT [193].

The work functions used in figure 6.12a are from measurements on a clean
surface in vacuum, however the work functions of metals are very sensi-
tive to contaminants, e.g. the work function of Au can be reduced by
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Figure 6.12: a) SB height as a function of metal work function [194] for three
CNTs contacted by up to four different metals. The dashed line shows the expected
hole SB for CNT-metal contacts without pinning and the dotted line the hole
SB for a Fermi level pinned to the middle of the band gap for a CNT with a
diameter of 2 nm. The IVd data and Arrhenius plots for the devices is presented
in appendix B. b) Work function difference between a TiN coated tip and different
metals measured using KPFM in air and in Ar. The metals are all deposited on
a Pd surface.

up to 0.6 eV when exposed to air [195]. To measure their work func-
tion, the electrodes have been studied using Kelvin probe force microscopy
(KPFM) [196]. KPFM is a technique that uses an AFM setup to measure
the local work function difference between a conducting tip and a surface.
As two materials are electrically connected, their Fermi levels equilibrate
and a contact potential difference equal to the difference in work functions
develops. In KPFM, the surface topography is first measured in semi-
contact mode and then the cantilever is lifted up a few 10s of nm and
during a second pass, an AC voltage is applied to the tip to oscillate the
cantilever at its resonance frequency while the surface is grounded. A DC
bias is applied to the tip to nullify the attractive force that arises between
the tip and the surface due to the work function difference, thereby min-
imising the amplitude of the cantilever. This DC bias gives a measure of the
local work function of the surface relative to the work function of the metal
coated tip. To study the effect of adsorbents, KPFM has been performed
on electrodes of different metals deposited on a Pd surface both in air and
in Ar after heating in vacuum (figure 6.12b). Since the work function of
the TiN coated tip is unknown, it is only possible to deduce differences
between the work functions of the metals. The work function differences
are lower than those measured in vacuum [194] but follow the same trend
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(φPd > φAu > φCr > φTi) with the exception of Al in Ar. It is evident that
the environment has a large impact, with up to 330 mV difference of the
work function of Al in air and in Ar. However, since the work functions in
vacuum may differ from those measured in Ar, more efforts are needed to
clarify the effect of metal work function on SB heights and the influence of
Fermi level pinning.

6.7 Conclusions

The measurements of the SB heights as a function of CNT diameter con-
firm that large CNTs have to be used to obtain CNTFETs with negligible
SBs. However, even though large diameter CNTs have the additional ben-
efit of a high mobility [67] their small band gaps lead to high off state
currents resulting in a trade-off between switching speed and leakage cur-
rent. The magnitude of the SB heights measured on Pd contacted CNTs
are in agreement with what is expected without Fermi level pinning but
since the reported values of the work functions of both Pd and CNTs vary
significantly, any impact of interface states can not be completely ruled out.

From an engineering perspective, it is possible to obtain good contacts
to CNTs by choosing a metal with high or low work function for p or
n type CNTFETs respectively and by using CNTs with sufficiently large
diameter. However, there is still a lack of understanding of the details of the
SB formation and the influence of interface dipoles. Theoretical modeling
gives a wealth of different results predicting either no influence of interface
states [164, 165], a high sensitivity to the microscopic bonding configuration
and crystal orientation [176, 177] and even that a semiconducting CNT
underneath a contact becomes metallic-like [166, 173].

The poor understanding of the most important factors that affect SB for-
mation in metal-CNT contacts stems from the difficulty in using many of
the techniques available for bulk materials to perform measurements on SBs
in nanoscale contacts. The temperature dependent electrical measurement
technique presented here is presently the only method to obtain quantita-
tive SB heights without the need for theoretical modeling but as capaci-
tive [186] and optical [189] measurement techniques continue to improve, a
deeper understanding of the physics of nanoscale contacts can hopefully be
obtained.
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Chapter 7
Outlook

This final chapter is dedicated to a discussion on the challenges that Si
MOSFETs face as they are scaled down and why CNTs is a viable option
as a replacement for Si. Si has been the dominant material in MOSFETs for
logic circuits since their invention in the 1960’s [197]. Even though Si has
a poor mobility compared to other semiconductors such as Ge, GaAs, InAs
and InSb, its low cost and good oxide interface has enabled it to retain its
dominant position within the semiconductor industry. The steady increase
in computing power has mainly been possible by reducing the gate length
which lowers the gate delay time leading to higher operating frequencies.
However, the gate electrode has to maintain good electrostatic control of
the potential in the channel as the gate length is reduced which is achieved
through a reduction of the thickness or an increase of the dielectric constant
of the gate dielectric. To ensure good control, the gate dielectric thickness
has now been reduced below 1 nm resulting in large leakage currents. To
alleviate the problem of poor gate control, new device designs have been
developed with multiple gates or thin Si channels that improve the control
of the channel compared to a bulk MOSFETs [198]. Using nanowires can
further improve the electrostatics and enable short gate lengths since gate
electrodes that wrap around the wires can be fabricated [199].

Another approach to improve the performance of MOSFETs is to replace
Si with a material with a higher mobility which results in higher on cur-
rents and therefore a reduced gate delay. Thus, the same performance can
be achieved at a longer gate length which relaxes the requirement for ag-
gressive scaling of the gate dielectric thickness. These two approaches for
transistor improvement can be combined by making devices with reduced
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dimensionality for improved electrostatic control using materials with a high
mobility, an approach demonstrated in nanowires made from III/V materi-
als, CNTFETs or graphene FETs. However, the mobility of InAs nanowires
is substantially lowered as the diameter is reduced due to increased surface
scattering [69]. Therefore, there is a trade-off between good electrostatic
control and high mobility for these devices.

In contrast to a nanowire, all the carbon atoms in a CNT are situated on
its surface and there are no dangling bonds present, resulting in low surface
scattering. Most research on CNTFETs is presently done in academic in-
stitutions, but the semiconductor industry shows an increasing interest in
using CNTs for large scale integrated circuits. The most important chal-
lenges that need to be solved to make CNTFETs a viable replacement for
Si have been identified by the ITRS and the time needed to solve them
has been estimated (figure 7.1). It should however be noted that academic
research has already presented solutions to several of the identified issues
such as reliable ohmic contacts, integration of high-k dielectrics and control
of the number of walls in the CNTs.

Figure 7.1: Challenges for the development of CNTFETs for integrated circuits
identified by ITRS [3].

The results presented in this thesis address two of the challenges, direc-
tional control of CNTs during growth which is achieved using an electric
field and the formation of an ohmic contact to semiconducting CNTs which
is studied through a measurement of the SB heights for CNTs with different
diameter. The major obstacle for a large scale integration of CNTFETs is
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the lack of control of their structure. To separate or controllably grow ei-
ther semiconducting or metallic CNTs their diameters have to be controlled
with a precision better than 0.7 Å for CNTs with diameters around 1.5 nm
and CNTFETs with multiple CNTs as the channel have to contain less
than 0.05% metallic CNTs to give the on/off ratio of 3000 required for logic
applications [200]. This stringent requirement has so far limited the per-
formance of logic transistors with multiple CNTs in the channel but results
on selective destruction of metallic CNTs [71] or the use of semiconducting
CNTs separated by centrifugation [201] illustrate that there are methods
to alleviate this problem.

Since some of the most fundamental problems for large scale fabrication
of CNTFETs are still unresolved, the attention of the semiconductor de-
vice community has shifted towards graphene as a possible replacement for
Si [202]. Like CNTs, graphene has high mobility and allows for good elec-
trostatics since it only consists of a single atomic layer. In contrast to CNTs
there is hope that graphene FETs will have less variability in their char-
acteristics and more simple integration into large scale circuits due to the
possibility of patterning desired structures. However, graphene is a semi-
metal and thus the on/off ratios of graphene FETs are too low to be used
for logic applications. A band gap can be induced in a graphene by spa-
tial confinement of the electron wavefunctions by lithographically [203] or
chemically [204] creating narrow ribbons or by fabricating a dense array of
holes in the sheet [205]. However, the widths of the produced nanoribbons
are still too large to induce a band gap comparable to that of CNTs and
any irregularity in the edges has a large impact on device performance [206].
Other possibilities for band gap engineering are to use a high electric field
applied perpendicular to a double layer graphene sheet [207] or to chemi-
cally oxidise [208] or hydrogenate [209] graphene. Therefore, even though
graphene FETs solves some of the major challenges present for CNTFETs,
new problems arise that may be equally difficult to overcome.

The tough requirements on a small variability in device characteristics,
low cost of production and high yield set by the semiconductor industry
makes the introduction of exotic materials like CNTs in mass production of
logic circuits difficult. Therefore, it is expected that it will still take many
years before the processor in your desktop computer is filled with CNTs.
Meanwhile, there are still many exciting technological challenges that have
to be addressed obtain even better CNTFETs as well as more fundamental
questions to be answered concerning the electronic transport in CNTs.
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[85] S. Helveg, C. López-Cartes, J. Sehested, P. L. Hansen, B. S. Clausen,
J. R. Rostrup-Nielsen, F. Abild-Pedersen, and J. K. Nørskov. Atomic-
scale imaging of carbon nanofibre growth. Nature, 427:426–429, 2004.

102



[86] C. J. Brabec, A. Maiti, C. Roland, and J. Bernholc. Growth of carbon
nanotubes: a molecular dynamics study. Chem. Phys. Lett., 236(1-
2):150–155, 1995.

[87] W.-Q. Deng, X. Xu, and W. A. Goddard. A two-stage mechanism of
bimetallic catalyzed growth of single-walled carbon nanotubes. Nano
Lett., 4(12):2331–2335, 2004.

[88] F. Ding, P. Larsson, J. A. Larsson, R. Ahuja, H. Duan, A. Rosen,
and K. Bolton. The importance of strong carbon-metal adhesion for
catalytic nucleation of single-walled carbon nanotubes. Nano Lett.,
8(2):463–468, 2008.

[89] D. Takagi, Y. Homma, H. Hibino, S. Suzuki, and Y. Kobayashi.
Single-walled carbon nanotube growth from highly activated metal
nanoparticles. Nano Lett., 6(12):2642–2645, 2006.

[90] Y. Li, W. Kim, Y. Zhang, M. Rolandi, D. Wang, and H. Dai. Growth
of single-walled carbon nanotubes from discrete catalytic nanoparti-
cles of various sizes. J. Phys. Chem. B, 105(46):11424–31, 2001.

[91] Z. Yu, D. Chen, B. Totdal, and A. Holmen. Effect of catalyst prepa-
ration on the carbon nanotube growth rate. Catalysis Today, 100(3-
4):261–267, 2005.

[92] W. Kim., H. C. Choi, M. Shim, Y. Li, D. Wang, and H. Dai. Synthe-
sis of ultralong and high percentage of semiconducting single-walled
carbon nanotubes. Nano Lett., 2(7):703–8, 2002.

[93] A. Hashimoto, K. Suenaga, A. Gloter K., Urita, and S. Iijima. Direct
evidence for atomic defects in graphene layers. Nature, 430(7002):870–
873, 2004.

[94] K. Hata, D. N. Futaba, K. Mizuno, T. Namai, M. Yumura, and
S. Iijima. Water-assisted highly efficient synthesis of impurity-free
single-walled carbon nanotubes. Science, 306(5700):1362–1364, 2004.

[95] T. Brintlinger, Y.-F. Chen, T. Durkop, E. Cobas, M. S. Fuhrer, J. D.
Barry, and J. Melngailis. Rapid imaging of nanotubes on insulating
substrates. Appl. Phys. Lett., 81(13):2454–2456, 2002.

[96] Y. A. Kasumov, I. I. Khodos, M. Kociak, and A. Y. Kasumov. Scan-
ning and transmission electron microscope images of a suspended
single-walled carbon nanotube. Appl. Phys. Lett., 89(1):013120, 2006.

103



Bibliography

[97] A. Vijayaraghavan, K. Kanzaki, S. Suzuki, Y. Kobayashi, H. Inokawa,
Y. Ono, S. Kar, and P. M. Ajayan. Metal-semiconductor transition
in single-walled carbon nanotubes induced by low-energy electron ir-
radiation. Nano Lett., 5(8):1575–1579, 2005.

[98] B. W. Smith and D. E. Luzzi. Electron irradiation effects in single
wall carbon nanotubes. Jour. Appl. Phys., 90(7):3509–3515, 2001.

[99] Y.-M. Lin, J. Appenzeller, Z. Chen, and Ph. Avouris. Electrical trans-
port and 1/f noise in semiconducting carbon nanotubes. Physica E,
37(1-2):72 – 77, 2007.

[100] R. Krupke, F. Hennrich, H. v Lohneysen, and M. M. Kappes. Separa-
tion of metallic from semiconducting single-walled carbon nanotubes.
Science, 301(5631):344–7, 2003.

[101] J. Liu, M. J. Casavant, M. Cox, D. A. Walters, P. Boul, W. Lu, A. J.
Rimberg, K. A. Smith, D. T. Colbert, and R. E. Smalley. Controlled
deposition of individual single-walled carbon nanotubes on chemically
functionalized templates. Chem. Phys. Lett., 303(1-2):125–129, 1999.

[102] M.D. Lay, J.P. Novak, and E.S. Snow. Simple route to large-scale
ordered arrays of liquid-deposited carbon nanotubes. Nano Lett.,
4(4):603–606, 2004.

[103] S.M. Huang, X.Y. Cai, and J. Liu. Growth of millimeter-long and
horizontally aligned single-walled carbon nanotubes on flat substrates.
JACS, 125(19):5636–5637, 2003.

[104] Y. Zhang, A. Chang, J. Cao, Q. Wang, W. Kim, Y. Li, N. Mor-
ris, E. Yenilmez, J. Kong, and H. Dai. Electric-field-directed
growth of aligned single-walled carbon nanotubes. Appl. Phys. Lett.,
79(19):3155–7, 2001.

[105] A. Ural, Y. Li, and H. Dai. Electric-field-aligned growth of single-
walled carbon nanotubes on surfaces. Appl. Phys. Lett., 81(18):3464–
3466, 2002.

[106] E. Joselevich and C. M. Lieber. Vectorial growth of metallic and semi-
conducting single-wall carbon nanotubes. Nano Lett., 2(10):1137–41,
2002.

[107] A. Ismach, L. Segev, E. Wachtel, and E. Joselevich. Atomic-step-
templated formation of single wall carbon nanotube patterns. Angew.
Chem. Int. Ed., 43(45):6140–6143, 2004.

104



[108] I. Radu, Y. Hanein, and D.H. Cobden. Oriented growth of single-wall
carbon nanotubes using alumina patterns. Nanotech., 15(5):473–476,
2004.

[109] L. X. Benedict, S. G. Louie, and M. L. Cohen. Static polarizabilities
of single-wall carbon nanotubes. Phys. Rev. B, 52(11):8541–9, 1995.

[110] R. H. Fowler and L. Nordheim. Electron emission in intense electric
fields. Proc. Roy. Soc., A119:173–81, 1928.

[111] S. T. Purcell, P. Vincent, C. Journet, and T. Binh Vu. Hot nanotubes:
stable heating of individual multiwall carbon nanotubes to 2000 K
induced by the field-emission current. Phys. Rev. Lett., 88(10):105502,
2002.

[112] L.E. Scriven and C.V. Strenling. The Marangoni effects. Nature,
187(186), 1960.

[113] L. G. Napolitano. Materials: Marangoni convection in space micro-
gravity environments. Science, 225(4658):197–198, 1984.

[114] J. Thomson. On certain curious motions observable at the surfaces
of wine and other alcoholic liquors. Philos. Mag. Ser., 10(330), 1855.
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neling versus thermionic emission in one-dimensional semiconductors.
Phys. Rev. Lett., 92(4):048301, 2004.

[188] Y. Nosho, Y. Ohno, S. Kishimoto, and T. Mizutani. n-type carbon
nanotube field-effect transistors fabricated by using ca contact elec-
trodes. Appl. Phys. Lett., 86(7):073105, 2005.

[189] M. Freitag, J. C. Tsang, A. Bol, D. Yuan, J. Liu, and Ph. Avouris.
Imaging of the Schottky barriers and charge depletion in carbon nan-
otube transistors. Nano Lett., 7(7):2037–2042, 2007.

[190] M. Freitag, M. Radosavljevic, Y. Zhou, A. T. Johnson, and W. F.
Smith. Controlled creation of a carbon nanotube diode by a scanned
gate. Appl. Phys. Lett., 79(20):3326–3328, 2001.

[191] M. S. Purewal, B. H. Hong, A. Ravi, B. Chandra, J. Hone, and Philip
Kim. Scaling of resistance and electron mean free path of single-walled
carbon nanotubes. Phys. Rev. Lett., 98(18):186808, 2007.

111



Bibliography

[192] S. M. Sze, D.J. Coleman, and A. Loya. Current transport in
metal-semiconductor-metal (MSM) structures. Solid State Electron.,
14:1209–1218, 1971.

[193] D. Perello, D. J. Bae, M. J. Kim, D. K. Cha, S. Y. Jeong, B. R. Kang,
W. J. Yu, Y. H. Lee, and M. Yun. Quantitative experimental analysis
of schottky barriers and Poole-Frenkel emission in carbon nanotube
devices. IEEE Trans. Nanotechnol., 8(3):355–360, 2009.

[194] H.B. Michaelson. Work function of elements and its periodicity. J.
Appl. Phys., 48(11):4729–4733, 1977.

[195] H. Ishii, K. Sugiyama, E. Ito, and K. Seki. Energy level alignment and
interfacial electronic structures at organic metal and organic organic
interfaces. Adv. Mater., 11(8):605, 1999.

[196] M. Nonnenmacher, M. P. O’Boyle, and H. K. Wickramasinghe. Kelvin
probe force microscopy. Appl. Phys. Lett., 58(25):2921–2923, 1991.

[197] D. Kahng. Electric field controlled semiconductor device. U. S. Patent
No. 3102230, 1963.

[198] D. Hisamoto, W.-C. Lee, J. Kedzierski, H. Takeuchi, K. Asano,
C. Kuo, E. Anderson, T.-J. King, J. Bokor, and C. Hu. FinFET-
a self-aligned double-gate MOSFET scalable to 20 nm. IEEE Trans.
Elec. Dev., 47(12):2320–2325, 2000.

[199] T. Bryllert, L.-E. Wernersson, T. Löwgren, and L. Samuelson. Verti-
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[203] M. Y. Han, B. Özyilmaz, Y. Zhang, and P. Kim. Energy band-gap
engineering of graphene nanoribbons. Phys. Rev. Lett., 98(20):206805,
2007.

[204] X. Li, X. Wang, L. Zhang, S. Lee, and H. Dai. Chemically de-
rived, ultrasmooth graphene nanoribbon semiconductors. Science,
319(5867):1229–1232, 2008.

[205] J. Bai, X. Zhong, S. Jiang, Y. Huang, and X. Duan. Graphene
nanomesh. Nat. Nanotechnol., 5:190 – 194, 2010.

[206] D. A. Areshkin, D. Gunlycke, and C. T. White. Ballistic transport in
graphene nanostrips in the presence of disorder: Importance of edge
effects. Nano Lett., 7(1):204–210, 2007.

[207] F. Xia, D. B. Farmer, Y.-M. Lin, and Ph. Avouris. Graphene field-
effect transistors with high on/off current ratio and large transport
band gap at room temperature. Nano Lett., 10(2):715–718, 2010.

[208] X. Wu, M. Sprinkle, X. Li, F. Ming, C. Berger, and W. A. de Heer.
Epitaxial-graphene/graphene-oxide junction: An essential step to-
wards epitaxial graphene electronics. Phys. Rev. Lett., 101(2):026801,
2008.

[209] D. C. Elias, R. R. Nair, T. M. G. Mohiuddin, S. V. Morozov, P. Blake,
M. P. Halsall, A. C. Ferrari, D. W. Boukhvalov, M. I. Katsnelson,
A. K. Geim, and K. S. Novoselov. Control of graphene’s proper-
ties by reversible hydrogenation: Evidence for graphane. Science,
323(5914):610–613, 2009.

113





Appendix A
Detailed sample fabrication

This appendix describes the most important process steps in the sample
fabrication. The substrates used are 2” highly doped n++ Si wafers with
a 100 nm, 400 nm or 1 µm thick oxide.

Marks and catalyst

This EBL process is mainly used to make alignment marks, electrodes for
electric field directed growth but also for contacts to CNTs with sizes down
to 400 nm.

1. Spin LOR3A at 3000 rpm for a thickness of 280 nm. Bake 3 min at
180◦C.

2. Spin UV5-0.6 at 4000 rpm for a thickness of 650 nm. Bake 1 min at
130◦C.

3. Expose marks and electrodes using EBL with a current of 10 nA and
a dose of 45 µC/cm2.

4. Postbake for 1.5 min at 130◦C.

5. Develop in MF24A for 35 s and ash in O2 plasma at 50 W for 15 s.

6. Deposit 5 nm Ti / 100 nm Mo using e-gun evaporation.
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7. Lift-off in Shipley 1165 remover heated to 60◦. Rinse in IPA and
water, blow dry.

8. Pattern catalyst areas using the same recipe as for the electrodes and
deposit 5 nm Al2O3 / 0.5 nm Fe using e-gun evaporation.

Electric field aligned growth of CNTs with

substrate deformations

1. Place sample on a quartz holder with clamps connected to a voltage
supply. Sample should be positioned ∼30 cm from the opening of the
furnace. Evacuate quartz tube down to 1 mbar. Fill chamber with
Ar up to atmospheric pressure.

2. Heat the furnace to 970◦C in a flow of 500 sccm1 Ar and 100 sccm
H2.

3. Exchange the Ar to CH4 with a flow rate of 1000 sccm. Move the
quartz tube so that the sample is positioned ∼8 cm into the furnace.
Lower the temperature to 900◦C.

4. After 3 min of growth, switch on the voltage supply to apply a field
of about 1 V/µm over the gaps. Grow for 10-20 min.

5. Switch off the furnace and change CH4 to Ar while cooling the system.

Contacts to CNTs

This EBL process is used for features with sizes smaller than 400 nm.

1. Locate CNTs using SEM and design electrodes according to their
positions.

2. Spin copolymer MMA(8.5)MAA EL4 at 3000 rpm for a thickness of
80 nm. Bake at 170◦C for 5 min.

1cubic centimeter per minute at standard temperature and pressure.
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3. Spin ZEP520 (1:1 Anisole) at 3000 rpm for a thickness of 120 nm.
Bake at 170◦C for 5 min.

4. Expose at 1 nA with a dose of 370 µC/cm2.

5. Develop in hexylacetate for 1 min, rinse in IPA, develop in MIBK/IPA
(1:2) for 2 min, rinse in water and blow dry.

6. Deposit 0.5 nm Ti / 30 nm Pd using e-gun evaporation.

7. Lift-off in Shipley 1165 remover.

Pads for electrical probing

This photolithography process is used for large features that do not require
good alignment to any previous pattern.

1. Spin LOR3A at 3000 rpm for a thickness of 380 nm. Bake at 180◦C
for 3 min.

2. Spin S1813 at 4000 rpm for a thickness of 1.3 µm. Bake at 110◦C for
2 min.

3. Expose with an intensity of 1.5 mW/cm2 for 50 s through a pho-
tomask.

4. Develop in MF319 for 35 s.

5. Oxygen plasma at 50 W for 15 s.

6. Deposit 5 nm Ti / 120 nm Au.

7. Lift-off in Shipley 1165 remover.

Atomic layer deposition and etching of the

dielectric

1. Heat the substrate to 150◦C. The chamber pressure during the reac-
tion is 10 mbar.
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2. Pulse tri methyl aluminum into the chamber for 0.1 s.

3. Flow N2 for 4 s to purge the chamber.

4. Pulse H2O for 0.1 s.

5. Flow N2 for 4 s to purge the chamber. A monolayer of Al2O3has now
been deposited. Repeat from step 2 until the desired film thickness is
reached.

6. Pattern resist using the same recipe as for the marks and catalyst but
without the LOR underlayer.

7. Etch Al2O3 at a rate of 2 nm/min using a 30 mA Ar ion beam with
an energy of 500 V.

8. Remove the resist in Shipley 1165.

Dielectrophoresis of gate CNTs

1. Bond the pads to a custom made chipholder.

2. Deposit a small amount of CNTs dispersed in SDS solution (2 weight
%) on the chip using a pipette.

3. Apply an AC voltage of 2-4V/µm and a frequency 20 MHz across the
gaps for 5-30 s.

4. Rinse off remaining solution using water and blow dry.

Deposition and etching of Si3N4

1. Deposit Si3N4 at 300◦C at a rate of 0.16 nm/s using PECVD with
2000 sccm SiH4 and 40 sccm NH3 at a power of 20 W and a pressure
of 800 mTorr.

2. Pattern resist using the same recipe as for the marks and catalyst but
without the LOR underlayer.

3. Etch Si3N4 at a rate of 1 nm/s using RIE with 10 sccm Ar and sccm
CF4 at a power of 50W and a pressure of 20 mTorr.

4. Remove the resist in Shipley 1165.
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Appendix B
Data for different metal-CNT contacts

IVd characteristics at 175-450 K, the corresponding Arrhenius plots and Ea

as a function of
√

Vd for the four devices in figure 6.12. The IVd have been
measured in vacuum with floating gate voltage.
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