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Abstract

This thesis is about industrial heritage—the protection of ferrous heritage by using anticorrosive
oil varnish paints. The purpose of this thesis in Kulturvard and craft research is to provide
guidelines, tools, concepts, and models that may be used in anticorrosive oil varnish painting
maintenance of ferrous heritage. This is needed in in order to improve maintenance interventions
and working descriptions. The methodology is a holistic, multiple methods approach; involving
methods that collect quantitative and qualitative data to enlighten the phenomena from different
views and exemplify different types of quality assessments of substrates, paints, craft skills, and
final results. The research is characterised by an insider perspective of the craft and paint
materials. The maintenance could be improved by systematic anamnesis, diagnosis, therapy,
control, and monitoring. Tools for assessing the status of existing paint layers, a matrix for the
specification of working procedures, and critical quality control of checkpoints and tools are
provided. The paint types in focus are fat oil varnish paints, especially the so-called armour paint,
used from the 1920s until the 1960s. The armour paints have long durability, and the concept of
the paint system is explained in the research in terms of origin, formulation, use, and
characteristics. Armour paints produced with the guidance of historical recipes are aged naturally
in Southern Sweden and in accelerated, standardised laboratory tests compared to historical paint
samples. Moreover, sensory profiling of drying oils and varnishes has been conducted by the using
of methods common in sensory studies in the field of food and beverage and a vocabulary for
sensory quality assessments and communication is initiated. Improved communication methods
could be used in practice and education, and to highlight the importance of craft skills and
evidence-based experiences for the final results.

Sammanfattning

Den hér avhandlingen inom Kulturvard och hantverksvetenskap handlar om rostskyddande
maélningsbehandlingar med linoljebaserade farger av industriella kulturarv tillverkade i jarn och
olegerat stal. Syftet ar att mojliggora forbattrade underhallsinsatser och arbetsbeskrivningar, med
fargmaterial och hantverksmetoder som &r historiskt relevanta och berikar véra kulturarv.
Ansatsen ar att kombinera olika forskningsmetoder och att undersoka olika delar av helheten,
vilket genererar béde kvantitativa och kvalitativa data, med ett inifrdn-perspektiv pa
maélerihantverk och material. Forskningen lyfter en del vésentliga aspekter pa olika typer av
kvalitetsbedomningar, av malningsunderlag, firg, hantverk och férdigt resultat. En modell har
tagit fram, som foreslar metoder for kvalitetskontroll i1 forvaltnings- och utférandeled, och som
visar en systematik for att géra och dokumentera mélningsbehandlingar. En arbetsbeskrivning
exemplifierar hantverksméssiga perspektiv pa rostskyddsmalning. Pansarfarg ar en fargtyp som
anvénds for malningsbehandling fraimst mellan 1920 till 1960-tal, och som har visat sig ha mycket
lang livslangd. Avhandlingen besvarar delvis frdgorna i vilket sammanhang fargtypen kom till,
varfor konceptet fungerade s& bra, vilka bestindsdelar fargsystemet innehaller samt hur
pansarfarger aterskapade med ledning av historiska recept &ldras. Likas& beskrivs utvecklingen
av linoljebaserade bindemedel i rostskyddsfarger. Som ett sétt att sdtta fokus pd de sinnliga
kvalitetsbedomningar som kulturmélare gor, har metoder som anvénds inom livsmedels- och
dryckesindustrin anvinds. Det ldgger grund for ett sprékbruk som frimjar uppmérksamhet i
handling och som anvindas for att karakterisera firgmaterial eller torkande ytor.



